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Central ComponentsSystem 99

76W2130

Service computer clino opt 99 PW for call logging as well as call  evaluation, and for
displaying calls actuated from the clino opt 99  nurse call system as block graphics. It is
provided with a paging or  DECT coupling module (optional - additionally charged for use
with  third-party devices), configuration module (ground plan setup), system  control. The
computer is connected to the nurse call system via a  (separate) PC interface. Data is stored
within the system via a  single-user database (installed on the computer).

Only in connection with the clino opt 99 zone controller (72640xx)

Accessories
7608900 LED page printer
7608903 230 V UPS module 

clino opt 99 service computer PW system

Features

Minimum configuration:
• Pentium IV, 1.7 GHz 
• 20 GB hard disk
• CD-ROM burner
• 3.5” floppy drive
• 128 MB DDR RAM
• 2 serial and 1 parallel interfaces 
• Ethernet connection
• 32 MB graphics card
• Cherry G83 MFII keyboard
• MS PS/2 mouse with pad
• DCF77 radio clock with driver
• Null modem cable
• 17” monitor
• MS Windows 2K Pro, German Version
• User software for above stated nurse call func-

tions

«87X¦6?{−

7600126

Operating PC, for call logging within the nurse call system clino opt  99. Stored messages
can be evaluated easily, analysed or printed via a  programm. It is suitable for connection to
the nurse call system via PC  interface (separate).

Only in connection with the clino opt 99 zone controller (72640xx)

Accessories
7608900 LED page printer
7608903 230 V UPS module

clino opt 99 PC for call logging 

Features

Minimum configuration:
Computer with Midi Tower
• Pentium IV ATX Board, Intel PIV 1.7 GHz CPU
• 20 GB hard disk
• CD-ROM drive
• 3.5” floppy drive
• 128 MB DDR-RAM
• 2 serial and 1 parallel interfaces 
• 32 MB graphics card
• Cherry G83 MFII keyboard
• MS-PS/2 mouse with pad
• DCF radio clock
• 5m cable
• 17” VGA monitor
• MS Windows 98SE, German Version
• User software for the following funcions: call

logging, call  information output on disk or
printer 

«8¦]";6−
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Central ComponentsSystem 99

7608900

LED page printer connection to the service computer via parallel  interface.

printer, connection cable, manual in German

LED page printer«8¦]z!F−

83W2130

clino opt 99 PW software package for block graphics display of calls/  call logging / call eva-
luation of calls transmitted from the clino opt  99 nurse call system on a customer’s PC. It
is suitable for managing a  paging coupling module, a configuration module (block graphic)
and a  control panel. For connection to the nurse call system, a PC interface  (separate) and
1 null-modem cable (separate) are required. System data  is stored in a single user data-
base (separate).

Accessories
74981C7 SQL database system (single user licence) 
7608944 RS232 serial connection cable 

clino opt 99 PW system software package«94X¦6?v−

74981C7

Database system (single user licence) for storing configuration  data  (layout, paging coup-
ling module) in combination with PW system software. 

SQL database system (single user licence)¬k¥§2D8;−

7608944

Null modem cable for connecting customer-provided PCs to the clino opt  99 nurse call
system for call and presence logging. 

Technical data

Cable 5m (with Sub D socket, 9-pin)

Serial RS232 connection cable «8¦]zMT−

7608819

Interface package for clino opt 99 call and presence log memory in  customer’s PC, inclu-
ding 8379915, 72643H1, 72643Z1, 7608944.

clino opt 99 (HW/SW) logging package

Features

• clino opt 99 PC interface with connection board
• clino opt 99 call and presence log software

runs on Windows 9X, 2K, XP
• Null-modem cable for PC connection to the

Ackermann clino opt 99  patient call system

«8¦]y4:−

8379915

Call and presence log software for connecting the customer-provided PC  to the clino opt
99 nurse call system for storing incoming call and  presence reports. Data can be easily
accessed and edited when using the  menu.

Accessories
7608944 RS232 serial connection cable 
72643H1 Serial PC interface
72643Z1 Connection board for serial PC interface
7608819 clino opt 99 logging package

Software package clino opt 99 logging«9¦F¦0u−
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Duty Room ComponentsSystem 99

Room Controller

72583A1

The duty room interface connects the master station to the corridor  databus and simulta-
neously serves as a corridor lamp. 

Bus interfaces: 
- corridor databus for digital data and audio transmission 
- interface for connection to the master station
- configuration socket for selectable decentralised configuration in  

conjunction with the configuration module 
- service socket for connecting analysis tools 

Installation:
The duty room interface is plugged onto the corresponding connection  board and is fixed
into place by means of a quick-release catch. It is  surface mounted with a backbox. 

Technical data

Dimensions (WxHxD) 158 x 110 x 90,5 mm
Colour white RAL 9016

white lamp cover
Class of protection IP 40
Material housing, PC + ABS - FR

lamp cover: PC

Accessories
72583Z1 clino phon 99 connection board for duty room interface, white 

clino phon 99 duty room interface (4 lamps), white 

Features

Inputs: 
• Presence I
• Presence II (optional)
• Call
• Doctor call

Short-circuit resilient outputs with filament brea-
kage and short-circuit  recognition ( for swit-
ching on a parallel corridor lamp):

• Presence lamp I
• Presence lamp II
• Call lamp
• Doctor call lamp
• Signal line for acoustic call forwarding

¬i[§4B2*−

72583A2

Technical data

Colour grey RAL 7040

Accessories
72583Z2 clino phon 99 connection board for duty room interface, grey

clino phon 99 duty room interface (4 lamps), grey¬i[§4B30−

72583B1

Technical data

Dimensions (WxHxD) 158 x 110 x 44.5mm
Colour white RAL 9016
Class of protection IP 40
Material housing, PC + ABS - FR

lamp cover: PC

Accessories
72583Z1 clino phon 99 connection board for duty room interface, white 

clino phon 99 duty room interface (without lamps)¬i[§4C2/−

72583Z1

Technical data

Dimensions (WxHxD) 158 x 110 x 35mm
Colour white RAL 9016
Material PC + ABS - FR

clino phon 99 connection board, white¬i[§4[2@−
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Duty Room ComponentsSystem 99

72583Z2

as 7283Z1, but grey

Technical data

Colour grey RAL 7040

clino phon 99 connection board, grey¬i[§4[3F−

72573C2

Electronic module for duty rooms incl. bed databus with integrated  semicircular corridor
lamp (three lamp cells including bulb) and service  socket.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour see connection board

semicircular lamp cover, translucent white
Class of protection IP 20
Material PC + ABS - FR

Accessories
72571Z2 EM connection board with bed databus, white
72571Z2 EM connection board with bed databus, grey
89870E1 protective hood
88886A name plate holder 

clino opt 99 electronic module for duty rooms (3 lamps)

Features

• Bed databus for connecting additional bedside
call units and display  modules in rooms as
well as a master station (74420B2)

• Room calls: normal calls, emergency calls, dia-
gnostic calls, doctor  calls

• WC calls: normal calls, enhanced calls, WC
emergency calls

• Cancellation and presence: combined cancella-
tion/presence, Presence I  (green), separate
cancellation for bathroom / WC

• Acoustic signals: call transfer for normal call
and emergency call,  doctor call, staff call, meal
call

• Optical signals: WC call lamp (white), room call
(red), presence  indication (green)

• Security function: short-circuit resilient out-
puts, 10 min data  maintenance during mains
failure, data loss monitoring with automatic
cold start

• The duty selection module is connected to
select zone interconnection  and to set the
buzzer volume in case of call forwarding

• The duty room unit is connected to acknow-
ledge incoming calls

¬iZ§4D38−

72573D2

as 72573C2, but with second presence (yellow) and 4 lamp cells.

Technical data

Dimensions (HxWxD) 110 x 158 x 87 mm
Installation surface mounting
Colour lamp cover: white
Protection of signal line IP 20

clino opt 99 electronic module for duty rooms (4 lamps)¬iZ§4E3=−
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Duty Room ComponentsSystem 99

72573A2

The electronic module for duty rooms with bed databus serves as a dummy  module, with
integrated service socket, suitable for application in call  systems.

Technical data

Dimensions (HxWxD) 87 x 158 x 110mm
Installation surface mounting
Colour see connection board

cover plate white RAL 9016
Protection of signal line IP 20
Material Pc + ABS - FR

Accessories
72571Z2 EM connection board with bed databus, white

clino opt 99 electronic module (without lamps)¬iZ§4B3.−

72571Z2

Connection board for electronic module with bed databus including memory  module. 

Technical data

Colour white RAL 9016

Connection board for electronic module with bed databus - white¬iZ§2[3<−

72571Z1

as 72571Z2, but grey

Technical data

Colour grey RAL 7040

Connection board for electronic module with bed databus - grey¬iZ§2[26−
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Duty Room ComponentsSystem 99

74422A1

The master station serves as a display and answering unit in the ward or  duty room for
interconnecting zones or wards as well as an operating  unit for message broadcasting. The
graphics display with touch-sensitive  surface offers a clear view of all actions as well as
easy operation  through its clearly arranged menu structure. The associated bus  connec-
tion unit provides for the connection to the nurse call system.

Technical data

Dimensions (LxWxH) 360 x 215 x 80mm
Colour upper housing: white RAL 9016

lower housing: grey RAL 7035
Material PC + ABS - FR
Class of protection IP 20

Accessories
89760D one-ear headset with quick fitting connection and retaining clip
73070A bus connection unit for master station

clino phon 99 master station

Features

• Function activation (e.g. conversation setup /
termination, room and  bedside communication
etc.) via touch screen

• Call and status identification with 16-character
alphanumeric display  for each message 

• Simultaneous display of several calls and pre-
sences

• Control of call handling through prioritisation
• Call acknowledgement for answered calls,

either as call on hold or  cancelled call
• Room and bedside call answering / communi-

cation
• Staff communication
• Discreet or hands-free speech with nursing

staff / patient
• Speech broadcasting in definable areas
• Configurable and freely selectable zone linking
• Call release and presence indication

Equipped with:
• 1 handset with loudspeaker and microphone
• 1 loudspeaker 
• 1 microphone 
• 1 call push-button – red – with LED orienta-

tion/reassurance lamp 
• 1 doctor call push-button with LED reassu-

rance lamp
• 2 presence push-buttons – green/yellow – with

LED reminder lamps
• 1 buzzer for call transfer 
• 4 function buttons for volume control, micro-

phone muting and  loudspeaker button
• 2 function buttons for user-specified functions
• 1 illuminated monochrome STN display (5.7“)

with touch-screen
• 1 headset socket

¬kK§3B2o−

89760D

Single-ear headset (wired) for connection to the clino com 21 and clino  phon 99 master
station. It allows convenient communication (telephony   in clino com 21 and nurse call in
clino phon 99 as well as in clino com  21) in the ward or duty room or at the central work-
station. 

Single-ear headset with quick fitting connection¬zm§1Ec−

Duty Room Units
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Duty Room ComponentsSystem 99

74420B2

The master station serves as an indicating and operating unit within the  duty room. The gra-
phics display with touch-sensitive surface allows  clear and structured display of all events
as well as easy menu-guided  operation for functions such as interconnecting zones or
wards or  selecting the defined duty settings such as day / night duty. All  components for
connection to the electronic module for the duty room are  included. Without speech trans-
mission and with integrated doctor call  function.

Technical data

Colour white RAL 9016
Dimensions (LxWxH) 200 x 228 x 65mm
Material upper part: ABS, lower part: anodised aluminium
Class of protection IP 40
Assembly desk-top housing with 2m connection 

cable and 8-pin plug

Only in connection with zone controller clino opt 99 (72640A2).

Accessories
73070A bus connection unit for master station 

clino opt 99 master station 

Features

Functional range:
• Call and status identification with indication for

zones, rooms, beds,  normal calls, bathroom /
WC calls, emergency calls, bathroom / WC
emergency calls, plug release calls, diagnostic
calls, doctor calls,  call on hold, Presence I and
II, failure, further calls 

• Actuation of calls
• Actuation of doctor calls
• Call in remind mode
• Free selectable zone interconnection 
• Call answering
• Multiple calls and presence signals are indi-

cated in parallel 
• Functions are activated via touch screen 
• Menu navigation and free assignment of but-

tons (alphanumeric display)

Equipped with:
• 1 call push-button – red – with LED orientation

/ reassurance lamp 
• 1 doctor call lamp - blue - with LED reassu-

rance lamp
• 2 presence buttons – green and yellow – with

LED reminder lamp 
• 1 sound generator for call transfer 
• 1 illuminated LCD with touch-sensitive surface

(touch screen)

¬kK§1C3r−

73070A

Bus connection unit with 8-pin plug contact for connecting the System 99  and 21master
stations.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush-mount box, DIN 49073 
Colour white RAL 9016
Class of protection IP 40 when installed incl. according cover plate

Accessories
88911J3 cover plate for bus connection unit

Databus connection unit for master station¬j(§1B!−

88911J3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Cover plate for bus connection unit¬y|§2K4F−
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Duty Room ComponentsSystem 99

74910C2

The display module with integrated call and cancel push-buttons can be  used in connection
with electronic modules with bed databus. In case of  set presence, existing calls are acou-
stically indicated and shown on the  display. This unit can also be connected to the room
terminal as a  parallel indicator module. 

Technical data

Installation in flush-mounted box, DIN 49073
Colour white RAL 9016
Class of protection IP 40
Dimensions (WxHxD) 71 x 71 x 40mm

display module, connection terminals, flush mounting installation kit

Accessories
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Display module for bed databus

Features

• 2 x 8-character illuminated alphanumeric LCD
• Call and cancel / presence push-button
• LED reminder lamp - green -
• Sound generator for call forwarding
• LED orientation and reassurance lamp - red -
• Connection terminals

¬k|§1D3r−

74911B3

Duty selection module for connection to the electronic module for duty  rooms. The type of
interconnection is selected and activated via  integrated function buttons.

Technical data

Installation in flush-mounted box, DIN 49073
Colour white RAL 9016
Class of protection IP 40
Material PC + ABS - FR

duty selection module, connection terminals, flush mounting kit

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple) 

clino opt 99 duty selection module

Features

• 2 x 8-character illuminated alphanumeric LCD
• 2 white push-buttons
• Connection terminals

¬k|§2C4w−

73642B2

Call / cancel push-button (duty room unit) with flush mount supporting  ring and expanding/
retaining clamps for flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88882P3 cover plate for duty room unit

Call / cancel push-button or duty room unit in clino opt 99 system

Features

• 1 button for cancel and presence function
• 1 cancel and presence push-button
• 1 LED reminder lamp - green -
• 1 LED orientation / reassurance lamp -red-
• 1 sound generator for call forwarding

¬ja§3C3>−
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Duty Room ComponentsSystem 99

88882P3

Accessories
88914A3 Frame for cover plates (single)
88914B3 Frame for cover plates (double)
88914C3 Frame for cover plates (triple)

Cover plate white for duty room unit

Features

• 1 cancel button -green-
• 1 acknowledge button -white-

¬yy§3Q4b−
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Room Controller

76921B1

The room terminal serves as an interface between the higher-ranking  corridor databus and
the corresponding bed databus. As the central unit,  it is responsible for controlling all func-
tions within a room. The  control elements are marked by colours and symbols. System
messages are  displayed in plain text on an illuminated and segmented graphical  display
with 2 x 8-character lines. Two-way speech can take place via  the integrated loudspeaker
and microphone, and messages can be received.  The terminal consists of a terminal hou-
sing with integrated electronics,  which is clipped onto the corresponding connection board.
For security  reasons, the configuration data for a room is stored in parallel, both  in the ser-
vice computer and in the fixed memory of the terminal.

Bus interfaces:
- corridor databus for digital data and audio transmission
- bed databus for controlling up to 8 bedside bed combinations or call  modules
- analog audio line for bedside communication
- configuration socket for selectable decentralised configuration in  

conjunction with the configuration module
- service socket for connecting analysis tools

Technical data

Power supply 24 V DC +/- 15%
Installation sm, fm and cavity wall mounting
Colour white RAL 9016
Dimensions (LxWxH) sm: 250 x 145 x 37.5mm

fm/cw: 280 x 175 x 15mm
Material PC + ABS - FR
Protection of signal line IP 40

Accessories
88860FV dummy button set to replace doctor call button
76919A1 sm connection board for clino phon 99 room terminal
76919B1 fm connection board for clino phon 99 room terminal
76919C1 cavity wall connection board for clino phon 99 room terminal

Room terminal clino phon 99 with display and doctor call

Features

Short-circuit resilient inputs / outputs:
• 3 call circuits for doctor call, bathroom call, call
• 1 call circuit for diagnostic call – it can also be

configured as an  additional output
• 2 presence call circuits
• 1 cancel button - bathroom
• 1 signal line for acoustic call forwarding

(buzzer)
• Lamp outputs with filament breakage and short

circuit recognition: call  lamp, call lamp - bath-
room, Presence I, Presence II

¬m}§2C2o−

88860FV

Dummy button for replacing a doctor call push-button in the clino phon  99 room terminal. 

Technical data

Colour white RAL 9016

10 pcs

Doctor call button replacement set (dummy)¬yw§1GW(−

76919A1

Sm connection board suitable for using the room terminal as a  distribution point, with plug-
in terminals for power supply connection,  bus lines as well as passive call cancellation units
and corridor lamp.  The connection board contains over-voltage protection elements for
outgoing room cabling. The supply terminals are pluggable screw  terminals, all remaining
connections use plug-in terminals.

Technical data

Dimensions (LxWxH) 250 x 145  x 37.5mm
Colour white RAL 9016
Material PC + ABS - FR

Plug-in screw terminals for a maximum of 2 x 2.5mm² Cu strand with end  sleeve, individual
power supply for each component within the room (e.g.  bedside combination, call module, etc)
via plug-in miniature terminals,  maximum line cross section of 0.5mm². 

Sm connection board for clino phon 99 room terminal ¬m|§:B2!−
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76919B1

as 76919A1, but as fm connection board for room terminals.

Technical data

Dimensions (LxWxH) 280 x 175 x 15mm
Installation depth : 50 mm

Fm connection board for clino phon 99 room terminal ¬m|§:C2&−

76919C1

as 76919A1, but as cavity wall connection.

Technical data

Dimensions (LxWxH) 280 x 175 x 15mm
Installation depth : 30mm

Cavity wall connection board for room terminals¬m|§:D2+−

72570C2

The electronic module serves as a central unit for controlling all  functions within a room. It
is available with and without bed databus.  Versions without bed databus require passive call
push-buttons. At the  same time, the electronic module serves as a corridor lamp. All  elec-
tronic modules are provided with call circuits and call cancel  circuits for passive modules
with call circuit monitoring.  

Technical data

Dimensions (WxHxD) 158 x 87 x 110mm
Installation surface mounting
Colour see connection board

semicircular lamp cover, translucent white
Class of protection IP 20
Material PC + ABS - FR

Accessories
72570Z2 connection board for electronic module w/o bed databus - white
72570Z1 connection board for electronic module w/o bed databus - grey
89870E1 protective hood for electronic module
88886A name plate holder for nursing homes

Electronic room module (3 lamps), w/o bed databus

Features

• Room calls: normal call, emergency call, dia-
gnostic call, doctor call

• WC calls: normal call, enhanced call, WC emer-
gency call 

• Cancellation and presence: combined cancella-
tion/presence, Presence 1  (green) separate
cancellation for bathroom / WC

• Acoustic signals: call transfer for normal call
and emergency call,  doctor call, staff call, meal
call

• Optical signals: WC call lamp (white), corridor
lamp (red), presence  lamp (green)

• Security function: short-circuit resilient out-
puts, call circuit  monitoring, 10 min data
maintenance during mains failure, data loss
monitoring with automatic cold start

¬iZ§1D3,−

72570D2

as 72570C2, but with four lamp cells for second presence circuit  (yellow).

Accessories
72570Z2 connection board for electronic module w/o bed databus - white
72570Z1 connection board for electronic module w/o bed databus - grey
89870E1 protective hood for electronic module
88886A name plate holder for nursing homes

Electronic room module (4 lamps), w/o bed databus¬iZ§1E31−
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72570A2

Electronic module as a dummy module without bed databus and with  integrated service
socket for application in call systems.

Accessories
72570Z2 connection board for electronic module w/o bed databus - white
88886A name plate holder (nursing home)

Electronic room module  (w/o lamps), w/o bed databus¬iZ§1B3"−

72570Z2

Connection board for electronic module without bed databus.

Technical data

Colour white RAL 9016
Material pC + ABS - FR
Dimensions (WxHxD) 158 x 110 x 35mm

connection board, terminals

Connection board for electronic module - white¬iZ§1[38−

72570Z1

as 72570Z2, but grey

Technical data

Colour grey RAL 7040

Connection board for electronic module - grey¬iZ§1[22−

72571C2

The electronic module serves as a central unit for controlling all  functions within a room. It
is available with and without bed databus.  Subordinate bed databus versions allow the addi-
tional connection of  active modules such as display modules and up to 8 call modules
(installation within the bed databus). Active modules can be assigned an  8-character alpha-
numeric text for bed identification. At the same time,  the electronic module serves as a cor-
ridor lamp. Room and bed  identification codes are set via the configuration module while
commissioning. All electronic modules are provided with call circuits  and call cancel cir-
cuits for passive modules with call circuit  monitoring.  

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour see connection board

semicircular lamp cover, translucent white
Class of protection IP 20
Material PC + ABS - FR

Accessories
72571Z2 Connection board for elektronic module with bed databus - white
72571Z1 Connection board for elektronic module with bed databus - grey
89870E1 protective hood for 72570-3x and 72583x
88886A name plate holder for 72570-3x

Electronic module (3 lamps) with bed databus

Features

• Bed databus for connecting additional selective
bedside call units and  display modules as
room modules

• A speech module can be connected
• Room calls: normal call, emergency call, dia-

gnostic call, doctor call
• WC calls: normal call, enhanced call, WC emer-

gency call 
• Cancellation and presence: combined cancella-

tion/presence, presence 1  (green), separate
cancellation for bathroom / WC

• Acoustic signals: call transfer for normal call
and emergency call,  doctor call, staff call, meal
call

• Optical signals: WC call lamp (white), corridor
lamp (red), presence  lamp (green)

• Security function: short-circuit resilient out-
puts, call circuit  monitoring, 10 min data
maintenance during mains failure, data loss
monitoring with automatic cold start

¬iZ§2D30−
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72571D2

as 72571C2, but with four lamp cells for second presence circuit yellow

Accessories
72571Z2 Connection board for elektronic module with bed databus - white
72571Z1 Connection board for elektronic module with bed databus - grey
89870E1 protective hood for 72570-3x and 72583x
88886A name plate holder for 72570-3x

Electronic room module (4 lamps) with bed databus¬iZ§2E35−

72571A2

Electronic module with bed databus as a dummy module, with integrated  service socket,
for application in nurse call systems. 

Accessories
72571Z2 Connection board for elektronic module with bed databus - white
88886A name plate holder 

Electronic room module (w/o corridor lamp) with bed databus¬iZ§2B3&−

72571Z2

Connection board for electronic module with bed databus including memory  module. 

Technical data

Colour white RAL 9016

Connection board for electronic module with bed databus - white¬iZ§2[3<−

72571Z1

as 72571Z2, but grey

Technical data

Colour grey RAL 7040

Connection board for electronic module with bed databus - grey¬iZ§2[26−
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72572D2

The electronic module serves as a central unit for controlling all  functions within a room. It
is available with and without bed databus.  Subordinate bed databus versions allow the addi-
tional connection of  active modules such as display modules and up to 8 call modules
(installation above the bed databus). Active modules can be assigned an  8-character alpha-
numeric text for bed identification. At the same time,  the electronic module serves as a cor-
ridor lamp. Room and bed  identification codes are set via the configuration module while
commissioning. All electronic modules are provided with call circuits  and call cancel cir-
cuits for passive modules with call circuit  monitoring.  

Accessories
72572Z2 Connection board for elektronic module with bed databus - white
72572Z1 Connection board for elektronic module with bed databus - grey
89870E1 protective hood for 72570-3x and 72583x
88886A name plate holder for 72570-3x

Electronic room module (4 lamps) with bed databus, radio

Features

• Bed databus for connecting additional selective
bedside call units and  display modules within
the room

• Radio programmes can be transmitted to wall
electronics

• Room calls: normal call, emergency call, dia-
gnostic call, doctor call

• WC calls: normal call, enhanced call, WC emer-
gency call 

• Cancellation and presence: combined cancella-
tion/presence, Presence 1  (green) separate
cancellation for bathroom / WC

• Acoustic signals: call transfer for normal calls
and emergency calls,  doctor calls, staff call,
meal call

• Optical signals: WC call lamp (white), corridor
lamp (red), presence  lamp (green)

• Security function: short-circuit resilient out-
puts, call circuit  monitoring, 10 min data
maintenance during mains failure, data loss
monitoring with automatic cold start

¬iZ§3E39−

72572A2

as 72572D2, but as dummy module.

Accessories
72572Z2 Connection board for electronic module with bed databus, radio -  white
88886A name plate holder

Electronic room module (w/o lamps) with bed databus, radio¬iZ§3B3*−

72572Z2

Connection board for electronic module with bed databus, radio and audio  equipment inclu-
ding memory module. 

Technical data

Colour white RAL 9016

connection board, connection terminals, memory module

Connection board for electronic module with bed databus, radio - white¬iZ§3[3@−

72572Z1

as 72572Z2, but grey

Technical data

Colour grey RAL 7040
Material PC + ABS - FR

Connection board for electronic module with bed databus, radio - grey¬iZ§3[2:−
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88886A

Name plate holder for electronic room module suitable for receiving a  name plate.

Name plate holder for electronic modules 7257xx¬yy§7B¥−

Room Terminals

74910C2

The display module with integrated call and cancel push-buttons can be  used in connection
with electronic modules with bed databus. In case of  set presence, existing calls are acou-
stically indicated and shown on the  display. This unit can also be connected to the room
terminal as a  parallel indicator module. 

Technical data

Installation in flush-mounted box, DIN 49073
Colour white RAL 9016
Class of protection IP 40
Dimensions (WxHxD) 71 x 71 x 40mm

display module, connection terminals, flush mounting installation kit

Accessories
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Display module for bed databus

Features

• 2 x 8-character illuminated alphanumeric LCD
• Call and cancel / presence push-button
• LED reminder lamp - green -
• Sound generator for call forwarding
• LED orientation and reassurance lamp - red -
• Connection terminals

¬k|§1D3r−
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74188A1

With the bed module, all required call and cancel functions are  available directly at bedside:
patient handset, pear push-button or  multiple push-button (connection via auto-release
plug). Thus, each bed  is provided with a speech facility integrated in the patient handset to
allow communication (discreet / hands-free) with the nursing staff. A  maximum of 8 bed
modules can be connected to the room terminal via the  bed databus. In conjunction with a
control output and an actuator unit,  several control functions such as light control can be
set up. 

Technical data

Dimensions (LxWxH) 228 x 80 x 9.5mm
Version for sm, fm and cavity wall installation
Colour white RAL 9016
Material PC + ABS - FR
Class of protection IP 40

Expected availability date: Q1 / 2006

Accessories
74174A1 sm connection board
74174B1 fm connection board
74174C1 cavity wall connection board
74174D1 MS connection board

clino phon 99 bed module

Features

Equipped with:
• 1 call push-button red with LED reassurance

lamp and orientation lamp 
• 1 connector for the auto-release plug for con-

necting the patient  handset, a pear push-
button or a multiple push-button

• 1 auxiliary plug contact for connecting a pear
push-button or a  multiple push-button - 7-pole
- 

• 1 auxiliary plug contact for connection diagno-
stic devices with it`s own electrical isolation
(DIN 60601.1.1) -6-pole- 

• Loudspeaker and microphone for hands-free
two-way communication  

• Cancel push-button green 

Inputs / outputs:
• TV control
• TV sound
• Actuator

Functions:
• Nurse call actuation
• Transmission of nurse call conversations, data,

radio programmes, sound  for TV
• Control functions such as light control via a

separate control output  in conjunction with the
actuator unit  

• TV control function 

¬k3§9B2W−

74174A1

SM bed module connection board for connecting the bed module with  plug-in terminals for
passive room components, 24V DC power supply as  well as cable conduits for reduced FO
cables. 

Technical data

Colour white RAL 9016
Material PC + ABS - FR

connection board, connection terminals

Sm connection board for clino phon 99 bed module ¬k2§5B2E−

74174B1

as 74174A1, but as fm connection board

Flush mounting connection board for clino phon 99 bed module ¬k2§5C2J−
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74174C1

as 74174A1, but cavity wall connection board.

Cavity wall connection board¬k2§5D2O−

74174D1

as 74174A1, but suitable for medical trunking unit.

Trunking unit connection board¬k2§5E2T−

74133A1

The user-friendly control unit is suitable for actuating calls,  selecting radio and TV channels
and switching the light on/off as well  as for discreet communication with the nursing staff.
It  is equipped  with a clearly structured button panel and orientation / reassurance  lamp at
the call push-button. 
With the 2*2-digit seven-segment display, the selected radio channel, TV  function as well
as the time (when available) is indicated. The patient  handset is provided with loudspeakers
as well as a headphone jack (3.5mm  jack bush). Its splashing-water protected surface
(IP54) can be easily  cleaned. 
The hook on the wall or at the bedside table serves as a handset  retainer. The handset is
connected to the bedside electronics via an  auto-release plug.

Technical data

Dimensions (LxWxH) 206 x 71 x 27mm (37)
Fixation tubular at the bedside table / wall
Colour housing: white RAL 9016
Material PC + ABS - GF20
Class of protection IP 54

Expected to be available as of Q1 / 2006

Accessories
74131B1 hook for patient handset, patient terminal
89760C headphones with jack bush  

clino phon 99 patient handset

Features

Equipped with:
• Call push-button - red - with LED reassurance /

orientation lamp
• 2 light buttons - yellow - 
• Function control buttons
• Microphone for discreet or hands-free commu-

nication
• Earpiece
• 3.5mm jack bush for connecting headphones
• Auto-release system plug for connection to the

bedside interface  electronics

¬k.§4B29−
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89760C

Headphones with right-angle plug for connection to clino phon 99 patient  handsets and
clino com 21 patient handsets and terminals.

Technical data

Impedance 32ohm
Loading capacity max. 0.1W
Transmission 40Hz - 15kHz
Weight 41g

Accessories
89760BZ spare foam pads

Earphones with right-angle plug

Features

• 1 adjustable headband
• 2 foam pads
• 3m connection cable 
• 1 stereo right-angle plug (3.5mm)

¬zm§1D^−

74131B1

Bracket to deposit the patient handset / terminal on the bedside table  or as a parking sta-
tion on the wall. 

Technical data

Colour white RAL 9016

Bracket to deposit the patient handset / terminal ¬k.§2C26−

73074A

The bed combination unit offers hands-free two-way communication bedside  as well as call
release. It serves as an interfacing unit for movable  call units such as pear push-buttons or
multiple push-buttons. The bed  databus system allows wire-conserving connection to the
room terminal. 
A maximum of 8 bed combination units can be connected to the room  terminal. For call for-
warding, a freely configurable 8-character  alphanumeric code is displayed during calls. The
socket configuration is  set up for monitoring the functionality of the system from each por-
table  call unit connection up to the switching contact (call circuit  monitoring).  

Technical data

Dimensions (LxWxH) fm/cw: 223 x 81 x 14mm
Installation fm or cavity wall installation in combination 

with 3 x fm box, DIN 49073
Colour white RAL 9016
Material PC + ABS - FR
Class of protection IP 20

clino phon 99 bed combination unit with one socket

Features

Equipped with:
• 1 call button with LED reassurance / orientation

lamp - red - 
• 1 auxiliary socket for connecting a pear push-

button or a multiple  push-button -7-pole - 
• 1 loudspeaker unit
• 1 microphone unit

Inputs / outputs via plug-in terminals for:
• 1 external call with reassurance / orientation

lamp
• 2 external light buttons

¬j(§5B1−
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73074B

The bed combination unit offers hands-free two-way communication bedside  as well as call
release. It serves as an interfacing unit for movable  call units such as pear push-buttons or
multiple push-buttons. The bed  databus system allows wire-conserving connection to the
room terminal. 
A maximum of 8 bed combination units can be connected to the room  terminal. Within the
frame of call forwarding, a freely configurable  8-character alphanumeric code is displayed
during calls. The socket  configuration is set up for monitoring the functionality of each  por-
table call unit connection up to the switching contact (call-circuit  monitoring).  

Technical data

Dimensions (LxWxH) fm/cw: 223 x 81 x 14mm
Installation fm or cavity wall installation in combination

with 3 x fm box, DIN 49073
Colour white RAL 9016
Material PC + ABS - FR
Class of protection IP 20

clino phon 99 bed combination unit with two sockets

Features

Equipped with:
• 1 call button with LED reassurance / orientation

lamp - red - 
• 1 auxiliary socket for connecting a pear push-

button or a multiple  push-button -7-pole - 
• 1 auxiliary socket for connecting a diagnostic

device - 6-pole - 
• 1 loudspeaker unit
• 1 microphone unit

Inputs / outputs via plug-in terminals for:
• 1 external call with reassurance / orientation

lamp
• 2 external light buttons

¬j(§5C6−

71008C3

Loudspeaker with central insert, fm supporting plate and expanding /  retaining clamps for
fm backboxes. 

Technical data

Dimensions (WxH) 71 x 71mm
Impedance 50ohm
Power 0.15W
Installation in flush-mounted box DIN 49073
Colour white RAL 9016
Class of protection IP 20 when installed incl. according cover plate

Accessories
88910B3 standard plate

Loudspeaker¬h!§9D4F−

88910B3

Standard plate with insertion hole in accordance with DIN 49075.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Standard plate¬y|§1C4£−
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71048A

Interfacing unit for microphone control and hands-free bedside  communication. It is con-
nected to the audio corridor databus. The  bedside microphone for the corresponding cover
plate is activated via a  control contact in combination with the call module. 

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush-mounted box DIN 49073
Class of protection IP 40 when installed incl. according cover plate

Accessories
71052D3 cover plate for microphone interfacing unit

Interfacing unit for microphone¬h%§9B9−

71052D3

Cover plate with microphone to complete the microphone interfacing unit.  The cover plate
contains a microphone for hands-free bedside  communication.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate including microphone¬h&§3E4=−

73072A2

Wall electronics for flush mount installation serve as an interface  between the electronic
module and the patient handset. Radio and TV  programmes can be selected and data as
well as radio programmes can be  transmitted to the patient handset. With call circuit moni-
toring as a  security function.  

Technical data

Colour white - RAL 9016
Material PC + ABS-FR
Dimensions (LxWxH) surface mount housing: 182 x 110 x 33mm

In connection with zone controler clino opt 99 (72640A2)

Accessories
88950A lower housing part for flush mounting wall electronics  (accessories)
89950B lower housing part for cavity wall mounting wall electronics  (accessories)
88956B frame for flush or cavity wall mounting

clino opt 99 wall electronics

Features

• 1 monitored connector for auto-release plug
• 1 call push-button with LED orientation/reassu-

rance lamp, red 
• 1monitored auxiliary plug contact for connec-

ting a pear or a multiple  push-button, 7-pin
• 1 monitored auxiliary plug contact for connec-

ting diagnostic equipment,  6-pin

¬j(§3B3.−

88950A

Technical data

Colour white RAL 9016

installation box, cover

Accessories
88956B frame for flush mounting and cavity wall installation   

Flush mount base for wall electronics (accessories)¬y¢§1By−
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88950B

Technical data

Colour white RAL 9016

Accessories
88956B frame for flush mounting and cavity wall installation   

Cavity wall base for wall electronics (accessories)¬y¢§1C~−

88956B

Technical data

Colour white RAL 9016

Frame for flush or cavity wall mounting base¬y¢§7C/−

73072B2

The wall electronics for the medical unit serves as an interface between  the electronic
module and the patient handset. Radio programmes and TV  channels can be selected and
data as well as radio programmes can be  transmitted to the patient handset. With call cir-
cuit monitoring as a  security function.  

Technical data

Colour white - RAL 9016
Material PC + ABS-FR

MSU wall electronics with call push-button, sockets

Features

• 1 monitored connector for auto-release plug
• 1 call push-button with LED reassurance lamp

- red
• 1 monitored auxiliary socket for connecting a

pear push-button or a  multiple push-button -
7-pin

• 1 monitored auxiliary socket for connecting a
diagnostic device - 6-pin

¬j(§3C33−
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74130A1

The patient handset with function select button for radio/TV serves as a  multifunctional
control unit for connection to the wall electronics. 

Equipped with:
- 1 earpiece
- 1 call push-button with orientation lamp
- 1 LED reassurance lamp - red - 
- 2 light buttons
- 2 programme select buttons
- 2 volume control buttons
- 1 jack bush for connecting headphones
- 2m connection cable with auto-release plug 

Accessories
74131A1 bracket for clino opt 99 patient handset
89760B headphones with jack bush  

clino opt 99 patient handset (radio, TV)

Features

Nurse call
• Call actuation

Radio and TV
• Selecting 8 radio channels
• Selecting TV channels
• LED display of selected channel 
• Volume control buttons

Miscellaneous
• Digital bidirectional data transmission to wall

electronics 99 via  highly-flexible 6-core con-
nection cables 

• Plug-in system, auto-releasing depending on
the mechanical load

• “On“ switch for reading light
• “On“ switch for room light

¬k.§1B2-−

74130B1

Patient handset with function select button radio button / external  terminal, with integrated
suspension eye for connection to the wall  electronics. 

Equipped with:
- 1 earpiece
- 1 call push-button with orientation lamp
- 1 LED reassurance lamp - red - 
- 2 light buttons
- 1 function select button 
- 2 programme select buttons
- 2 volume control buttons
- 1 jack bush for connecting headphones
- 2m connection cable with auto-release plug

Accessories
74131A1 bracket for clino opt 99 patient handset
89760B headphones with jack bush  

clino opt 99 patient handset (radio, external function)

Features

Nurse call
• Call actuation

Radio and TV
• Selecting 8 radio channels
• LED display of selected channel 
• Volume control buttons

Miscellaneous
• Digital bidirectional data transmission to wall

electronics 99 via  highly-flexible 6-core con-
nection cables 

• Plug-in system, auto-releasing depending on
the mechanical load

• “On” switch for reading light
• “On” switch for room light

¬k.§1C22−
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74131A1

Bracket to deposit the patient handset on the bedside table or as a  parking station on the
wall. 

Technical data

Colour white - RAL 9016
Material PC + ABS - FR

Bracket for clino opt 99 patient handset¬k.§2B21−

89760B

Headphones for patient handset and radio unit with volume control.

Technical data

Impedance 32ohm
Capacity max. 0.1W
Input voltage 0.05W
Transmission range 40Hz - 15Hz
Weight 61g

Accessories
89760BZ spare foam pads

Headphones with jack plug

Features

• 1 adjustable headband
• 2 foam pads
• 3m connection cable
• 1 jack plug (3.5mm)

¬zm§1CY−

73073D

Call module with push-button and monitored sockets for connection to the  electronic
module or room terminal with bed databus. As an active unit,  the call module can be
addressed with an 8-digit alphanumerical text as  bed identification, which is displayed when
calls are released. 

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40 when installed incl. according cover plate

call module, connection terminal

Accessories
88881J3 cover plate with push-button - red - for 2 sockets

Call module with push-button and 2 sockets

Features

Equipped with:
• 1 call push-button
• 1 LED orientation lamp / reassurance lamp -red

-
• 1 monitored auxiliary socket, 7-pin
• 1 monitored socket for diagnostic devices, 6-pin

¬j(§4E<−

88881J3

Cover plate for call modules with call push-button -red- and 2 sockets  for auxiliary socket
and diagnostic socket.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button (red) for units with 2 sockets¬yy§2K4@−
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73073E

Call module with push-button and monitored socket for connection to the  electronic
module or room terminal with bed databus.  As an active unit,  the call module can be
addressed with an 8-digit alphanumerical text as  bed identification, which is displayed when
a call is released. 

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40 when installed incl. according cover plate

call module, connection terminal

Accessories
88881L3 cover plate with push-button (red) for one socket 

Call module with push-button and 1 socket

Features

• 1 call push-button
• 1 LED orientation and reassurance lamp -red - 
• 1 monitored auxiliary socket, 7-pin

¬j(§4FA−

88881L3

Cover plate for call module with socket and call push-button -red-.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button (red) for unit with 1 socket¬yy§2M4J−

73073F

Call module with call push-button for connection to the electronic  module or room terminal
with bed databus. As an active unit, the call  module can be addressed with an 8-digit alpha-
numerical text as bed  identification, which is displayed when a call is released. 

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40 when installed incl. according cover plate

call module, connection terminal

Accessories
88881K3 cover plate with push-button - red - for call module

Call module with call push-button

Features

• 1 call push-button
• 1 LED orientation and reassurance lamp -red - 
• Control contact for loudspeakers and micro-

phone

¬j(§4GF−

88881K3

Cover plate for call module and call push-button - red - 

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Cover plate with push-button - red - ¬yy§2L4E−
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System 99 Display Units for Installation in Corridors

74656A1

Information display, single sided for wall mounting, with red LED dot  matrix for lumine-
scent, alphanumeric plain text display (8-character  display for calls as well as call type
symbol). Built-in loudspeakers  for message broadcasting and built-in sound generator for
acoustic call  forwarding.

Technical data

Display LED dot matrix (8 characters + call type symbol)
Version for wall mounting
Material PC + ABS - FR
Dimensions (LxWxH) 751 x 55  x 135mm
Colour white RAL 9010
Class of protection IP 40

Information display (single sided) for wall mounting

Features

Functional range: 
• Call display with alphanumeric room and bed

identification 
• Call type display
• Time display (configurable, e.g., when no calls

are in the system)
• Acoustic call forwarding * Announcements via

loudspeaker  (configurable/only within clino
phon 99 system) 

Display order:
• Calls are displayed according to their priority

(display order: alarm  call, emergency call, call)
• If there is more than one call of a particular call

type, those calls  are displayed in rotation

¬kb§7B2F−

74656B1

Information display, single-sided for ceiling mounting, with red LED dot  matrix for lumine-
scent, alphanumeric plain text display (8-character  display for calls as well as call type
symbol). Built-in loudspeakers  for message broadcasting and built-in sound generator for
acoustic call  forwarding. 

Technical data

Display LED dot matrix (8 characters + call type symbol)
Version single-sided for ceilling mounting
Material PC + ABS - FR
Dimensions (LxWxH) 751 x 55 x 135mm
Colour white RAL 9010
Class of protection IP 40

Accessories
89603C1 ceiling mounting set

Information display (single-sided) for ceiling mounting

Features

Functional range: 
• Call display with alphanumeric room and bed

identification 
• Call type display
• Time display (configurable, e.g. , when no calls

are in the system)
• Acoustic call forwarding * Announcements via

loudspeaker  (configurable/only within clino
phon 99 system) 

Display order:
• Calls are displayed according to their priority

(display order: alarm  call, emergency call, call)
• If there is more than one call of a particular call

type, those calls  are displayed in rotation

¬kb§7C2K−
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74657A1

Information display, double-sided for ceiling mounting, with red LED dot  matrix for lumi-
nescent, alphanumeric plain text display (8-character  display for calls as well as call type
symbol). Built-in loudspeakers  for message broadcasting and built-in sound generator for
acoustic call  forwarding. 

Technical data

Display LED dot matrix (8 characters + call type symbol)
Version double-sided for ceiling mounting
Dimensions (LxWxH) 751 x 86 x 135mm
Colour white RAL 9010
Class of protection IP 40
Material PC + ABS - FR

Accessories
89603C1 ceiling mounting set 

Information display (double-sided) for ceiling mounting

Features

Functional range: 
• Call display with alphanumeric room and bed

identification 
• Call type display
• Time display (configurable, e.g. , when no calls

are in the system)
• Acoustic call forwarding * Announcements via

loudspeaker  (configurable/only within clino
phon 99) 

Display order:
• Calls are displayed according to their priority

(display order: alarm  call, emergency call, call)
• If there is more than one call of a particular call

type, those calls  are displayed in rotation

¬kb§8B2J−

89603C1

Ceiling mounting set for mounting the appropriate information display,  single- or double-
sided, to ceilings.

Technical data

Material thermoplastic
Colour white RAL 9016
Length variable up to max. 600mm

2 x swivel tube, cover, suspension kit

Ceiling mounting set ¬z]§4D2I−

72574A2

The direction lamp with 1 lamp cell (left) serves as an electronic  module. Calls are visually
indicated according to their priority within  the desired section of a zone. They are signalled
with different call  cycles via the direction lamp: continuous light for normal calls and  flas-
hing light for emergency calls. The lamp is provided with an arrow  pointing to the left and
a bulb.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation for surface mounting
Colour semicircular lamp cover, translucent white

depending on connection board
Class of protection IP 20
Material PC

Accessories
72574Z2 connection board for direction lamp - white 
72574Z1 connection board for direction lamp - grey

Direction lamp with 1 lamp cell (arrow left)¬iZ§5B32−
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72574B2

as 72574A2, but with 1 lamp cell (right). It serves as an electronic  module with arrow
(right). 

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour depending on connection board

semicircular lamp cover, translucent white
Class of protection IP 20
Material PC

Accessories
72574Z2 connection board for direction lamp - white 
72574Z1 connection board for direction lamp - grey

Direction lamp with 1 lamp cell (arrow right)¬iZ§5C37−

72574C2

as 72574A2, but with 2 lamp cells (left / right). It serves as an  electronic module with bidi-
rectional arrows.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour depending on connection board

semicircular lamp cover, translucent white
Class of protection IP 20
Material PC

Accessories
72574Z2 connection board for direction lamp - white 
72574Z1 connection board for direction lamp - grey

Direction lamp with 2 lamp cells (arrows right / left)¬iZ§5D3<−

72574Z2

Connection board for direction lamp including memory module. 

Technical data

Colour white RAL 9016
Dimensions (WxHxD) 158 x 110 x 35mm
Material PC + ABS - FR

Connection board, connection terminals, memory module

Connection board for direction lamp - white¬iZ§5[3H−

72574Z1

as 72574Z2, but grey

Technical data

Colour grey RAL 7040

Connection board for direction lamp - grey¬iZ§5[2B−
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Central ComponentsGeneral clino Systems

Power Supply Units and UPS Modules

89954M1

Single-phase power supply (5A) for constant DC supply in nurse call  systems. Compact
design thanks to modern primary-clocked circuit  technology (in accordance with EN6100-
3-2), suitable for top-hat rail  mounting in the sub-distribution or also outside
the sub-distribution for wall mounting with the 89954MA mounting kit  (safety cover). The
supply unit output is idling, overload and  short-circuit proof. 

Technical data

Input voltage 85 - 132V AC / 176 - 264V AC reversible 47 - 63Hz
Output voltage 24V DC + 5% - 1%
Output current (permanent load) 24V / 5A
Type of protection IP 20 (VDE0470)
Protection low voltage SELV (as per EN 60950, VDE0100 PART 410) 

PELV (as per VDE0160)
Class of protection I (IEC536)
Operating temperature 0ºC - 60ºC for free convection cooling (20-80% 

relative air humidity)
Storage temperature -25ºC - 85ºC
Dimensions (WxHxD) 65 x 125 x 103mm
Weight 620g
Version for top hat rail mounting in sub-distribution

Accessories
89954MA Safety cover and mounting set for 5A power supply 
89954C6 UPS module 24V DC (5A) for 5A power supply

Single-phase power supply 24VDC (5A)¬z¢§5N2^−

89954R2

Single-phase power supply (10A) for constant DC supply in nurse call  systems. Compact
design thanks to modern primary-clocked circuit  technology (in accordance with EN6100-
3-2), suitable for top-hat rail  mounting in the sub-distribution or also outside the sub-distri-
bution  for wall mounting with the 89954MB mounting kit (safety cover). The  supply unit
output is idling, overload and short-circuit proof.

Technical data

Input voltage 85 - 132V AC / 176 - 264V AC reversible 47 - 63Hz
Output voltage 24 to 28V DC can be set
Output current (permanent load) 24V / 10A, 28V / 8.6A
Class of protection I (IEC536)
Protection low voltage SELV (as per EN 60950, VDE0100 PART 410) 

PELV (as per VDE0160)
Class of protection I (IEC536)
Operating temperature 0ºC - 60ºC for free convection cooling

(20-80% relative air humidity)
Storage temperature -25ºC - 85ºC
Dimensions (WxHxD) 122 x 125 x 103mm
Weight 1050g
Version for top hat rail mounting in sub-distribution

Accessories
89954MB safety cover and mounting set for 10A power supply 
89954C7 UPS module 24V DC (10A) for 10A power supply

Singel-phase power supply 24VDC (10A)¬z¢§5S3}−
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89954R3

Single-phase power supply (20A) for constant DC supply in nurse call  systems. Compact
design thanks to modern primary-clocked circuit  technology (in accordance with EN6100-
3-2), suitable for top-hat rail  mounting in the sub-distribution or also outside the sub-distri-
bution  for wall mounting with the 89954MC mounting kit (safety cover). The  supply unit
output is idling, overload and short-circuit proof.

Technical data

Input voltage 85 - 132V AC / 184 - 264V AC reversible 47 - 63Hz
Output voltage 24 to 28V DC can be set
Type of protection IP 20 (VDE0470)
Protection low voltage SELV (as per EN 60950, VDE0100 PART 410) 

PELV (as per VDE0160)
Class of protection I (IEC536)
Operating temperature 0ºC - 60ºC for free convection cooling

(20-80% relative air humidity)
Storage temperature -25ºC - 85ºC
Dimensions (WxHxD) 227 x 125 x 103mm
Weight 1800g
Version for top hat rail mounting in sub-distribution

Accessories
89954MC safety cover and mounting set for 20A power supply 
89954C8 UPS module 24V DC (20A) for 20A power supply

Singel-phase power supply 24VDC (20A)¬z¢§5S4¥−

89954MA

Safety cover and mounting kit (for 5A power supply) for wall mounting  power supplies out-
side a sub-distribution.

Technical data

Colour grey - RAL 7035 -

top hat rail is included

Safety cover and mounting kit for power supply unit (5A)¬z¢§5NBW−

89954MB

Safety cover and mounting kit (for 10A power supply) for wall mounting  power supplies
outside a sub-distribution. 

Technical data

Colour grey - RAL 7035 -

top hat rail is included

Safety cover and mounting kit for power supply unit (10A)¬z¢§5NC]−

89954MC

Safety cover and mounting kit (for 20A power supply) for wall mounting  power supplies
outside a sub-distribution. 

Technical data

Colour grey - RAL 7035 -

top hat rail is included

Safety cover and mounting kit for power supply unit (20A)¬z¢§5NDc−
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89954C6

Uninterruptible power supply 24V DC / 5A (online DC-UPS) serves as  ancillary equipment
for the 24V DC power supply unit and is designed for  setting up safe and 100 percent unin-
terruptible 24V direct current power  supply. In case of power failure and when connected
to the 24V power  supply system, the UPS device takes over power supply by providing  bat-
tery voltage for the connected nurse call system. Thus, continuous  power supply is guar-
anteed. Any power failure or faults are reported in  accordance with DIN VDE 0834 Part 1 +
2: 2000-4. While mains voltage is  supplied by the power supply unit, the batteries in the
UPS device are  recharged. 

Technical data

Nominal input voltage 24V DC
Input voltage 22.5 ... 30V DC
Output voltage when battery-drive: typ.26.5 .. 19.5V DC
Charging time for discharged batteries up to 90% approx. 14hrs
Switching threshold for pre-warning of 
battery switch-off typ. 19.5V
Switching threshold for total discharge protection typ. 19.5V
Type of protection IP 20
Cooling free air convection
Ambient temperature 0 ... + 50°C
Weight UPS module: 2.5kg

battery: 5.6kg
Installation UPS module: terminal for top-hat rail assembly
Fixation battery mounting: wall mounting (165 x 131mm)
Connection UPS module: screw terminals
Battery capacity battery: external battery 7Ah
Battery operating time (for 80% load @ 20°C) approx. 60 minutes
Charging current typ. 0.2 ... 0.5A switchable in 5 increments
Battery fuse internal T 5 A ( 5 x 20mm)
Charging fuse internal T 2 A ( 5 x 20mm)
Dimensions (WxHxD) UPS module: 70 x 126 x 128.5mm

180 x 159 x 110mm

UPS module 24V DC (5A) for 5A power supply unit¬z¢§5D7J−

89954C7

as 89954C6, but 10A.

Technical data

Nominal input voltage 24V DC
Input voltage 22.5 ... 30V DC
Output voltage when battery-drive: typ.26.5 .. 19.5V DC
Charging time for discharged batteries up to 90% approx. 14hrs
Switching threshold for pre-warning of 
battery switch-off typ. 19.5V
Switching threshold for total discharge protection typ. 19.5V
Type of protection IP 20
Cooling free air convection
Ambient temperature 0 ... + 50°C
Weight UPS module: 2.5kg

battery: 12.7kg
Fixation UPS module: terminal for top-hat rail assembly
Installation battery mounting: wall mounting (386 x 140mm)
Connection UPS module: screw terminals
Battery capacity external battery 15Ah
Battery operating time (for 70% load @ 20°C) approx. 60 minutes
Charging current typ. 0.5 .. 1A switchable in 5 increments
Battery fuse internal T 10 A (5 x 20mm)
Charging fuse internal T 4 A (5 x 20mm)
Dimensions (WxHxD) UPS module 70 x 141 x 151mm

battery: 405 x 178 x 135 mm

UPS module 24V DC (10A) for 10A power supply unit¬z¢§5D8P−
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89954C8

as 89954C6, but 20A.

Technical data

Nominal input voltage 24V DC
Input voltage 22.5 ... 30V DC
Output voltage when battery-drive: typ.26.5 .. 19.5V DC
Charging time for discharged batteries up to 90% approx. 14hrs
Switching threshold for pre-warning of 
battery switch-off typ. 19.5V
Switching threshold for total discharge protection typ. 19.5V
Type of protection IP 20
Cooling free air convection
Ambient temperature 0 ... + 50°C
Weight UPS module: 2.5kg

battery: 20.3kg
Fixation UPS module: terminal for top-hat rail assembly
Installation battery mounting: wall mounting (386 x 140mm)
Connection UPS module: screw terminals
Battery capacity external battery 24Ah
Battery operating time (for 60% load @ 20°C) approx. 60 minutes
Charging current typ. 0.7 ... 2A switchable in 5 increments
Battery fuse internal T 20 A FKH
Charging fuse internal T 4 A (5 x 20mm)
Dimensions (WxHxD) UPS module 86 x 220 x 160mm

battery: 405 x 178 x 135mm

UPS module 24V DC (20A) for 20A power supply unit¬z¢§5D9V−

76089AC

UPS module 230V (19“ installation) installation for uninterruptible  power supply for servers
and data management processors within the clino  com 21 system as well as for the WL
service computer or the WIN server. 

Technical data

Supply time: by 100% load - 10 minutes
Input voltage 230V AC ± 2%
Input current 3.5A
Output current 3.0A
Output voltage 230V AC ± 2%; 50/60Hz ± 0.1%
Ambient temperature 0°C - 40° C
Relative humidity 0 - 95% non-condensing
Version for mounting in 19” cabinet
Dimensions 2 U, D = 390mm
Weight 16.4kg

UPS module 230V AC (19” installation)¬m)§:BDN−

7608903

UPS module 230V (freestanding device) for uninterruptible power supply  for servers and
data management processors within the clino com 21  system as well as for the WL service
computer or the WIN server.

Technical data

Supply time: by 100 % load - 10 minutes
Input voltage 230V AC ± 2%
Input current 3.5A
Output voltage 230V AC ± 2%; 50/60Hz ± 0.1%
Output current 3.0A
Temperature range 0°C - 40° C
Relative humidity 0 - 95% non-condensing
Dimensions (WxHxD) 140 x 190 x 440 mm
Weight 12.5kg

UPS module 230V AC (freestanding device)«8¦]z$U−
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Room Terminals

73075B

Call push-button with 2 monitored sockets including flush mount  supporting ring and
expanding/retaining clamps for installation in flush  mount backboxes, with call-circuit
monitoring as security function.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box DIN 49073
Class of protection IP 40, when installed incl. according cover plate

call push-button, connecting terminals w/o screws

Accessories
88881J3 cover plate with button - red - for 2 sockets

Call push-button with 2 monitored sockets

Features

• 1 call push-button
• 1 LED orientation / reassurance lamp -red-
• 1 monitored socket, 7-pin
• 1 monitored socket, 6-pin

¬j(§6C:−

88881J3

Cover plate for call modules with call push-button -red- and 2 sockets  for auxiliary socket
and diagnostic socket.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button (red) for units with 2 sockets¬yy§2K4@−

73075A

Call push-button with monitored socket with flush mount supporting ring  and expan-
ding/retaining clamps for installation in flush mount  backboxes, with call-circuit monitoring
as security function.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box DIN 49073
Class of protection IP 40, when installed incl. according cover plate

call push-button, connection terminals w/o screws

Accessories
88881L3 cover plate with button - red - for 1 socket

Call push-button with 1 monitored socket

Features

• 1 call push-button
• 1 LED orientation / reassurance lamp -red-
• 1 monitored socket, 7-pin

¬j(§6B5−
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88881L3

Cover plate for call module with socket and call push-button -red-.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button (red) for unit with 1 socket¬yy§2M4J−

73075D

Call unit with sockets including flush mount supporting ring and  expanding/retaining
clamps for installation in flush mount backboxes,  with call-circuit monitoring as security
function.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88912D3 cover plate for 2 diagnostic sockets

Call unit with 2 diagnostic sockets

Features

• 2 monitored sockets, 6-pin

¬j(§6ED−

88912D3

Cover plate for call unit with 2 dignostic sockets

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for call unit for 2 dignostic sockets¬y|§3E4,−

73022A2

Call push-button with flush mount supporting ring as well as  expanding/retaining clamps
for flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88881G3 cover plate with push-button - red -
88881D3 cover plate with push-button - blue -

Call push-button

Features

• 1 call push-button
• 1 LED orientation / reassurance lamp red

¬j#§3B3$−
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88881G3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button - red - ¬yy§2H41−

88881D3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate with push-button -blue- (doctor call button) ¬yy§2E4"−

70006C

Pneumatic call push button with flush mount supporting plate and  expanding / retaining
clamps for flush mount backboxes. 

Technical data

Dimensions (BxH) 71 x 71 mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88880C3 cover plate for pneumatic call push button  

Pneumatic call push button

Features

• 4m insulating plastic tube and rubber ball
• 1 reassurance lamp - red-

¬g!§7D2−

88880C3

Technical data

Colour white - RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for pneumatic call push-button¬yy§1D4¢−
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70045A3

Call switch with pull cord, flush mount supporting plate and  expanding/retaining clamps for
flush mount backboxes. 

Technical data

Dimensions (WxH) 71 x 71mm
Material moulding material: ABS
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate
Version for normally closed circuit system

Accessories
88880A3 cover plate for call switch

Call switch with pull cord and knob

Features

• 2m PVC cord with red knob
• 1 LED reassurance lamp - red -

¬g%§6B47−

88880A3

Technical data

Colour white - RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for call switch with pull cord¬yy§1B4v−

73642B2

Call / cancel push-button (duty room unit) with flush mount supporting  ring and expanding/
retaining clamps for flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88882P3 cover plate for duty room unit

Call / cancel push-button or duty room unit in clino opt 99 system

Features

• 1 button for cancel and presence function
• 1 cancel and presence push-button
• 1 LED reminder lamp - green -
• 1 LED orientation / reassurance lamp -red-
• 1 sound generator for call forwarding

¬ja§3C3>−

88882A3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for call/cancel push button with push-buttons - red and  green - ¬yy§3B4~−
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73642C

Cancel push-button with flush mount supporting ring and  expanding/retaining clamps for
flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88881H3 cover plate with button - green -

Cancel push-button - green button - 

Features

• 1 LED reminder lamp - green -
• 1 cancel and presence push-button
• 1 sound generator for call forwarding

¬ja§3D>−

88881H3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for cancel push-button (green button)¬yy§2I46−

73642D

Cancel push-button with flush mount supporting ring and  expanding/retaining clamps for
flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88881M3 cover plate with button - yellow -

Cancel push-button - yellow button - 

Features

• 1 LED reminder lamp yellow 
• 1 cancel and presence push-button
• 1 sound generator for call forwarding

¬ja§3EC−

88881M3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for cancel push-button (yellow button)¬yy§2N4O−
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73642E

Cancel push-button with flush mount supporting ring and  expanding/retaining clamps for
flush mount backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88882B3 cover plate for cancel push-button

Cancel push-button -green and yellow button-

Features

• 2 cancel and presence push-buttons 
• 2 LED reminder lamps - green - and - yellow -
• 1 sound generator for call forwarding

¬ja§3FH−

88882B3

Technical data

Colour white RAL 9016
Material Pc + ABS - FR

Accessories
88160A IPx4 sealing kit (5 pcs)
88914A3 mounting frame for cover plate (single)
88914B3 mounting frame for cover plate (double)
88914C3 mounting frame for cover plate (triple)

Cover plate for cancel push-button (green/yellow button)¬yy§3C4¥−

88160A

The sealing kit guarantees IPx4 humidity protection for call and cancel  buttons as well as
for pull cords. The kit can also be used in places  that need to be protected against splash
water and it can be retrofitted  in already existing installations. One package includes 5 sea-
ling kits  for a maximum of 5 call and cancel buttons or 5 pull cords. 

5 pieces

Sealing kit for standard installations¬y1§1BB−

74189A

Auto-release plug system - A-coded - for connecting pear or multiple  push-buttons with
auto-release plug. It is suitable for fm combination  boxes and fm backboxes with 60mm
screw fixing groove. 

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate 

Accessories
88910N3 cover plate for auto-release plug system - A coded

Auto-release plug system - A-coded¬k3§:B\−
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88910N3

Technical data

Colour white - RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Cover plate for auto-release jack - A-coded¬y|§1O4V−

74199A

Auto-release plug system for connecting pear push-buttons or multiple  push-buttons with
auto-release plug. It is suitable for fm combination  boxes and fm backboxes with 60mm
screw fixing groove.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88880D3 cover plate for auto-release plug system 

Auto-release plug system¬k4§:B^−

88880D3

Technical data

Colour white - RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Cover plate for auto-release jack¬yy§1E4§−

71185D2

The sensor push-button works as a cancel push-button with LED  orientation / reassurance
lamp - green - and with a 4mm polished  chrome-platted brass cover, ø 70mm and 3
hexagon socket set screws as  front plate fixing.

Accessories
89450B rack for sensor push-button 

Sensor push-button as cancel push-button¬h3§6E3]−

71185E2

The sensor push-button works as a call push-button with LED orientation  / reassurance
lamp - red - and with a 4mm polished chrome-platted brass  cover, ø 70mm and 3 hexagon
socket set screws as front plate fixing.

Accessories
89450B rack for sensor push-button 

Sensor push-button as call push-button¬h3§6F3b−
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Mobile Room Terminals

74141A1

Pear push-button with 7-pole plug, connection cable and slot for line  insertion to enable
variable looping and pull relief.

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Pear push-button (NCC) 7-pole plug, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red - 

¬k/§2B23−

74141B1

as 74141A1, but with 3m connection cable.

Pear push-button (NCC) 7-pole plug, 3m¬k/§2C28−

74141C1

as 74141A1, but with 5m connection cable. 

Pear push-button (NCC) 7-pole plug, 5m¬k/§2D2=−

74141A3

Pear push-button with auto-release plug, connection cable and slot for  line insertion to
enable variable looping and pull relief.

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Pear push-button (NCC) auto-release plug, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red -

¬k/§2B4?−
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74141B3

as 74141A3, but with 3m connection cable.

Pear push-button (NCC) auto-release plug, 3m¬k/§2C4D−

74141C3

as 74141A3, but with 5m connection cable.

Pear push-button (NCC) auto-release plug, 5m¬k/§2D4I−

74141A4

Pear push-button with with A-coded auto-release plug, connection cable  and slot for line
insertion to enable variable looping and pull relief.

Technical data

Material PC - ABS - FR
Colour white RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Pear push-button (NCC) auto-release plug-A-, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, configured for  call circuit monitoring

• 1 LED orientation / reassurance lamp - red -

¬k/§2B5E−

74141B4

as 74141A4, but with 3m connection cable.

Pear push-button (NCC) auto-release plug - A - , 3m¬k/§2C5J−
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74141C4

as 74141A4, but with 5m connection cable.

Pear push-button (NCC) auto-release plug - A - , 5m¬k/§2D5O−

74151A1

Multiple push-button with 7-pin plug, connection cable and slot for  cable insertion to enable
variable looping and pull relief.  

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) 7-pole plug, 1 light button, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 1 light push-button - yellow  - 

¬k0§2B25−

74151B1

as 74151B1, but with 3m connection cable.

Multiple push-button (NCC) 7-pole, 1 light button, 3m¬k0§2C2:−

74151C1

as 74151A1, but with 5m connection cable.

Multiple push-button (NCC) 7-pole, 1 light button, 5m¬k0§2D2?−
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74151A3

Multiple push-button with auto-release plug, connection cable and slot  for cable insertion
to enable variable looping and strain relief. 

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) auto-release plug, 1 light button, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 1 light push-button - yellow  -

¬k0§2B4A−

74151B3

as 74151A3, but with 3m connection cable.

Multiple push-button (NCC) auto-release plug, 1 light button, 2m¬k0§2C4F−

74151C3

as 74151A1, but with 5m connection cable.

Multiple push-button (NCC) auto-release plug, 1 light button, 5m¬k0§2D4K−

74151A4

Multiple push-button with A-coded auto-release plug, connection cable  and slot for cable
insertion to enable variable looping and pull relief. 

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) auto-release plug -A-, 1 LB, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, confirgured for  call circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 1 light push-button - yellow  -

¬k0§2B5G−
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74151B4

as 74151A4, but with 3m connection cable.

Multiple push-button (NCC) auto-release plug-A-, 1 LB, 3m¬k0§2C5L−

74151C4

as 74151A4, but with 5m connection cable.

Multiple push-button (NCC) auto-release plug-A-, 1 LB, 5m¬k0§2D5Q−

74153A1

Multiple push-button with 7-pole plug, connection cable and slot for  cable insertion to
enable variable looping and pull relief.

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 2 light push-buttons - yellow - (separate cir-

cuits)

¬k0§4B2=−

74153B1

as 74153A1, but with 3m connection cable.

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 3m¬k0§4C2B−
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74153C1

as 74153A1, but with 5m connection cable.

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 5m¬k0§4D2G−

74153A3

Multiple push-button with auto-release plug, connection cable and slot  for cable insertion
to enable variable looping and pull relief. 

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) auto-release plug, 2 LB, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, suitable for call  circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 2 light push-buttons - yellow  - (separate cir-

cuits)

¬k0§4B4I−

74153B3

as 74153A3, but with 3m connection cable.

Multiple push-button (NCC) auto-release plug, 2 LB, 3m¬k0§4C4N−

74153C3

as 74153A3, but with 5m connection cable.

Multiple push-button (NCC) auto-release plug, 2 LB, 5m¬k0§4D4S−
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74153A4

Multiple push-button with A-coded auto-release plug, connection cable  and slot for cable
insertion to enable variable looping and pull relief.

Technical data

Material PC + ABS - FR
Colour white - RAL 9016
Dimensions (WxLxD) 40 x 110 x 18mm
Version for normally closed circuit systems

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 2m

Features

• 1 call push-button - red - with nursing staff
symbol, configured for  call circuit monitoring

• 1 LED orientation / reassurance lamp - red -
• 2 light push-buttons - yellow  - (seperate cir-

cuits)

¬k0§4B5O−

74153B4

as 74153A4, but with 3m connection cable.

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 3m¬k0§4C5T−

74153C4

as 74153A4, but with 5m connection cable.

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 5m¬k0§4D5Y−
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73300A

Noise level sensor with adjustable noise threshold / call actuation  time, microphone, call
push-button (red) and push-button to block calls  for noise threshold testing, 2 LED control
lights, 2m connection cable  with 7-pin diode plug.

Technical data

Dimensions (WxHxD) 155 x 95 x 38mm
Colour black - RAL 9011

Noise level sensor

Features

• 1 microphone
• 1 call push-button 
• 1 push-button to block calls for noise threshold

testing
• 2 LED control lights
• 2m connection cable with 7-pole plug

¬j?§1BO−

70007A

Pneumatic pear push-button with 7-pole connection plug, 1.9m insulating  plastic tube with
rubber ball and retaining clip.

Technical data

Colour white
Input voltage 24 V
Version for normally closed circuit systems

Pneumatic pear push-button (NCC) 7-pole plug, 1.9m

Features

• 1.9m insulating plastic tube with rubber ball
and retaining clip

¬g!§8B,−

70007B

Pneumatic breath call unit with 7-pole connection plug. It is suitable  for patients who
cannot move. The call actuated pneumatic via strong  breath into the unit. The unit is con-
nected to the nurse call system via  a 7-pole auxiliary plug contact.

Technical data

Version for normally closed circuit systems
Input voltage 24V - AC/DC

Accessories
70005BZ spare tube for 70007B pneumatic call unit 

Pneumatic breath call unit (NCC) 7-pole plug¬g!§8C1−

70005BZ

Accessories for pneumatic call units 70005B / 70007B

12 spare tubes with filter

Spare tubes for pneumatic call unit 70007B¬g!§6C[P−

Special Call Units
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73310A1

Radio call set with handheld transmitter for mobile call release in  resident`s rooms. After
call actuation, the call is transmitted to the  radio receiver, which is connected to the nurse
call system via a 7-pole  plug.

Technical data

Dimensions (WxHxD) (handheld transmitter) 31 x 53 x 17mm
(radio receiver) 63 x 110 x 25mm

Power supply (handheld transmitter) 12V battery (included)
(radio receiver) 12 - 35V DC or 12 - 30V AC

handheld transmitter, radio receiver

Radio call set with handheld transmitter

Features

• 1 single channel handheld transmitter with
confirmation control (red  LED)

• 1 radio receiver with 7-pole plug for call unit
and 0.5m connection  cable

¬j@§1B2P−

73310B1

Radio call set with bracelet transmitter for mobile call release in  resident`s rooms. After call
actuation, the call is transmitted to the  radio receiver, which is connected to the nurse call
system via a 7-pole  plug.

Technical data

Dimensions (WxHxD) (bracelet transmitter) 32 x 53 x 17mm
(radio receiver) 63 x 110 x 25mm

Power supply (bracelet transmitter) 3V battery (included)
(radio receiver) 12 - 35V DC or 12 - 30V AC

bracelet transmitter, radio receiver

Radio call set with bracelet transmitter

Features

• 1 single channel bracelet transmitter with con-
firmation control (red  LED)

• 1 radio receiver with 7-pole plug for call unit
and 0.5m connection  cable

¬j@§1C2U−

73310C1

Radio transmitter as 1-channel handheld transmitter with confirmation  control (red LED).

Technical data

Dimensions (WxHxD) 32 x 53 x 17mm
Power supply 12V battery

radio handheld transmitter, battery

Handheld transmitter for radio call set (accessories)¬j@§1D2Z−

73310D1

Radio transmitter as 1-channel bracelet transmitter with confirmation  control (red LED).

Technical data

Dimensions (WxHxD) 32 x 53 x 17mm
Power supply 3V battery

radio bracelet transmitter, battery

Bracelet transmitter for radio call set (accessories)¬j@§1E2_−
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7608985

Scanner module for the disorientated people system for detecting alarms  and transmitting
them to the nurse call system. One output is monitored  via the scanner module and the
alarm detector that is inserted into the  patient’s sole. In case of alarm, the signal is trans-
mitted to the nurse  call system via an electronic module. A receiving antenna is connected
to the scanner module. 

Accessories
7608986 alarm detector for desorientated people system 
7608987 alarm detector for desorientated people system 

Scanner module for disorientated people system «8¦]zvS−

7608986

The alarm detector (breaker) for the disorientated people system is  inserted into the sole of
the person who needs to be protected. Alarms  are actuated via the scanner module. The
7608986 alarm detector is  suitable for maximum door widths of 3m. 

Alarm detector (breaker) for disorientated people system«8¦]zwX−

7608987

The alarm detector (breaker) for the disorientated people system is  inserted into the sole of
the person who needs to be protected. Alarms  are actuated via the scanner module. The
7608987 alarm detector is  suitable for maximum door widths of 2m. 

Alarm detector (breaker) for disorientated people system «8¦]zx]−
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Display Units for Installation in Corridors

72569C

The corridor lamp is connected to the room terminal or it serves as a  parallel indicator for
the electronic module.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour semicircular lamp cover, white, translucent
Class of protection IP 40

corridor lamp, lamp (bulb)

Accessories
72569Z2 connection board for corridor lamp, 3 or 4 lamps, grey
72569Z4 connection board for corridor lamp, 3 or 4 lamps, white

Corridor lamp with 3 lamp cells¬iY§:DI−

72569D

The corridor lamp is connected to the room terminal or it serves as a  parallel indicator for
the electronic module.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour semicircular lamp cover, white, translucent
Class of protection IP 40

corridor lamp, lamp (bulb)

Accessories
72569Z2 connection board for corridor lamps, 3 or 4 lamps, grey
72569Z4 connection board for corridor lamps, 3 or 4 lamps, white

Corridor lamp with 4 lamp cells¬iY§:EN−

72569Z4

Technical data

Colour white RAL 9016
Material PC + ABS-FR
Dimensions (HxWxD) 158x110x35 mm

Connection board for corridor lamps, 3 or 4 lamps, white¬iY§:[5f−

72569Z2

as 72569Z4 but grey

Connection board for corridor lamps, 3 or 4 lamps, grey¬iY§:[3Z−
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72555B1

Corridor lamp for homelike ambiance, in LED technology with 2 lamp  cells, suitable for
installation in a circular fm backbox. 

Technical data

Dimensions (WxHxD) 71 x 10 x 71mm
Installation in flush mount box, DIN 49073
Colour mounting frame white RAL 9016

LEDs: red and green
Class of protection IP 40

corridor lamp, cover plate, mounting frame

Accessories
18971A fm backbox

Small corridor lamp in LED technology (red/green)¬iX§6C21−

72555C1

as 72555B1, but with 3 lamp cells

Technical data

Colour LEDs: red, white, green

Small corridor lamp in LED technology (white/red/green)¬iX§6D26−

72555D1

as 72555C1, but

Technical data

Colour LEDs: red, yellow, green

Small corridor lamp in LED technology (red/green/yellow)¬iX§6E2;−

72515A4

It is tailored to the corridor lamp design. It provides with one lamp  cell for each lamp cover.

Technical data

Dimensions (WxHxD) 158 x 110 x 87mm
Installation surface mounting
Colour plastic base white RAL 9016

lamp cover white, translucent
base plate white - RAL 9001

Class of protection IP 20

zone indicator lamp, plastic base, base plate, lamps

Accessories
72515Z1 small labelling set (35mm) for zone indicator lamp (accessories) 
72515Z2 large labelling set (50mm) for zone indicator lamp (accessories) 

Zone indicator lamp with 1 lamp, neutral, white¬iT§6B56−
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72515A1

as 72515A4, but

Technical data

Colour plastic base grey RAL 7040

Zone indicator lamp with 1 lamp, neutral, grey¬iT§6B2$−

72515B4

It is tailored to the corridor lamp design ans is provided with one lamp  cell for each lamp
cover.

Technical data

Dimensions (WxHxD) 158 x 220 x 87mm
Installation surface mounting
Colour plastic base white RAL 9016

lamp cover white, translucent
base plate white - RAL 9001

Class of protection IP 20

zone indicator lamp, plastic base, base plate, lamps

Accessories
72515Z1 small labelling set (35mm) for zone indicator lamp (accessories) 
72515Z2 large labelling set (50mm) for zone indicator lamp (accessories) 

Zone indicator lamp with 2 lamps, neutral, white¬iT§6C5;−

72515B1

as 72515B4, but

Technical data

Colour plastic base grey RAL 7040

Zone indicator lamp with 2 lamps, neutral, grey¬iT§6C2)−

72515C4

It is tailored to the corridor lamp design and is provided with one lamp  cell for each lamp
cover.

Technical data

Dimensions (WxHxD) 158 x 330 x 87mm
Installation surface mounting
Colour plastic base white RAL 9016

lamp cover white, translucent
base plate white - RAL 9001

Class of protection IP 20

zone indicator lamp, plastic base, base plate, lamps

Accessories
72515Z1 small labelling set for zone indicator lamp (accessories) 
72515Z2 large labelling set for zone indicator lamp (accessories) 

Zone indicator lamp with 3 lamps, neutral, white¬iT§6D5@−
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72515C1

as 72515C4, but

Technical data

Colour plastic base grey RAL 7040

Zone indicator lamp with 3 lamps, neutral, grey¬iT§6D2.−

72515D4

It is tailored to the corridor lamp design and is provided with one lamp  cell for each lamp
cover.

Technical data

Dimensions (WxHxD) 158 x 440 x 87mm
Installation surface mounting
Colour plastic base white - RAL 9016

lamp cover white, translucent
base plate white - RAL 9001

Class of protection IP 20

zone indicator lamp, plastic base, base plate, lamps

Accessories
72515Z1 small labelling set (35 mm) for zone indicator lamp  (accessories) 
72515Z2 large labelling set (50 mm) for zone indicator lamp  (accessories) 

Zone indicator lamp, 4 lamps, neutral, white¬iT§6E5E−

72515D1

as 72515D4, but

Technical data

Colour plastic base grey - RAL 7040

Zone indicator lamp with 4 lamps, neutral, grey¬iT§6E23−

72515E4

It is tailored to the corridor lamp design and is provided with one lamp  cell for each lamp
cover.

Technical data

Dimensions (WxHxD) 158 x 550 x 87mm
Installation surface mounting
Colour plastic base white - RAL 9016

lamp cover white, translucent
base plate white - RAL 9001

Class of protection IP 20

zone indicator lamp, plastic base, base plate, lamps

Accessories
72515Z1 small labelling set (35 mm) for zone indicator lamp  (accessories) 
72515Z2 large labelling set (50 mm) for zone indicator lamp  (accessories) 

Zone indicator lamp with 5 lamps, neutral, white¬iT§6F5J−
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72515E1

as 72515E4, but

Technical data

Colour plastic base grey RAL 7040

Zone indicator lamp with 5 lamps, neutral, grey¬iT§6F28−

72515Z1

Labelling set as stickers with 35mm numbers (0-9) and letters (EG, OG,  DG). The set also
includes symbols for telephone etc. and direction  arrows.

Two sets are included in the package.

Small labelling set for zone indicator lamp (accessories) ¬iT§6[2:−

72515Z2

as 72515Z1, but with 50mm stickers.

Large labelling set for zone indicator lamp (accessories)¬iT§6[3@−

Additional Indicator Lamp Units

88894A

Spare bulb for electronic room modules and corridor lamps. 

Technical data

Power supply 24V/3.5W

Bulb - transparent - ¬yz§5B}−

88894B

as  88894A, but red

Bulb - red - ¬yz§5C¤−

88894C

as 88894A, but green

Bulb - green - ¬yz§5D©−
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88894D

as 88894A, but yellow

Bulb - yellow - ¬yz§5E%−

88894AL

LED lamp to equip a normal electronic module with LEDs.

5 pcs

LED - transparent - (5 pcs)¬yz§5BMP−

88894BL

as 88894AL, but red

LED - red - (5 pcs)¬yz§5CMU−

88894CL

as 88894AL, but green

LED - green - (5 pcs)¬yz§5DMZ−

88894DL

as 88894AL, but yellow

LED - yellow - (5 pcs)¬yz§5EM_−
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89870E1 Protective hood for 72515x, 72569x, 7257xx, 72583x¬zx§1F2}−

Accessories

73120A

Programme selector with fm supporting plate and expanding / retaining  clamps suitable for
fm backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 40, when installed incl. according cover plate

Accessories
88912H3 cover plate for programme selector

Programme selector for radio programmes

Features

• 1 programme selector for 5 radio programmes

¬j-§1B+−

88912H3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plates (single) 
88914B3 mounting frame for cover plates (double) 
88914C3 mounting frame for cover plates (triple) 

Cover plate for programme selector ¬y|§3I4@−

73120H

Radio unit with volume control and jack for connecting headphones, with  fm supporting
plate and expanding / retaining clamps for installation in  fm backboxes.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Class of protection IP 20, when installed incl. according cover plate

Accessories
88912K3 cover plate for radio unit 

Radio unit with volume control and headphone jack

Features

• 1 volume control
• 1 phone jack for connecting dynamic head-

phones

¬j-§1IN−
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88912K3

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single) 
88914B3 mounting frame for cover plate (double) 
88914C3 mounting frame for cover plate (triple) 

Cover plate for radio unit¬y|§3L4O−

89760B

Headphones for patient handset and radio unit with volume control.

Technical data

Impedance 32ohm
Capacity max. 0.1W
Input voltage 0.05W
Transmission range 40Hz - 15Hz
Weight 61g

Accessories
89760BZ spare foam pads

Headphones with jack plug

Features

• 1 adjustable headband
• 2 foam pads
• 3m connection cable
• 1 jack plug (3.5mm)

¬zm§1CY−

89760C

Headphones with right-angle plug for connection to clino phon 99 patient  handsets and
clino com 21 patient handsets and terminals.

Technical data

Impedance 32ohm
Loading capacity max. 0.1W
Transmission 40Hz - 15kHz
Weight 41g

Accessories
89760BZ spare foam pads

Earphones with right-angle plug

Features

• 1 adjustable headband
• 2 foam pads
• 3m connection cable 
• 1 stereo right-angle plug (3.5mm)

¬zm§1D^−
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71186F1

Telephone interface unit with TAE 6N-plug and with time delay for  continuous output on
receipt of incoming calls, with white cable cap,  complete with 0.5m connection cable, sui-
table for installation in sm  combination boxes for pluggable connection to the telephone
network (ZZF  approved). Relay connections: output for zone controller, output for a
maximum of 20 telephone call light indicators.

Technical data

Dimensions (WxH) 71 x 71mm
Installation in flush mount box, DIN 49073
Colour white RAL 1013
Class of protection IP 40 when installed incl. according cover plate

Accessories
18972AV fm combination box: 60mm groove for screw fixing
18976A cavity wall combination box: 60mm groove for screw fixing
89850K1 intermediate frame

Telephone interface unit for a/b users¬h3§7G2e−

89850K1

Intermediate frame with central insertion hole (ø 45mm) for installation  devices in accor-
dance with DIN 49075, suitable for mounting frames.

Technical data

Material plastic moulding material
Colour white - RAL 1013
Dimensions (WxH) 69 x 69mm

Accessories
89849F1 fm cover frame single, white RAL 1013

Intermediate frame ¬zv§1L20−

Installation Accessories

88914A3

Technical data

Colour white RAL 9016
Dimensions (WxH) 81 x 81mm
Material PC + ABS - FR

Frame for cover plates (single)¬y|§5B4%−

88914B3

Technical data

Colour white RAL 9016
Dimensions (WxH) 81 x 152mm
Material Pc + ABS - FR

Frame for cover plates (double)¬y|§5C4*−
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88914C3

Technical data

Colour white RAL 9016
Dimensions (WxHxD) 81 x 223mm
Material PC + ABS - FR

Frame for cover plates (triple)¬y|§5D4/−

88915A3

Technical data

Colour white RAL 9016
Dimensions 81 x 81 x 20.2mm

Surface mount base (single)¬y|§6B4)−

88915C3 Surface mount base (double)¬y|§6D43−

88915D3 Surface mount base (triple)¬y|§6E48−

88910B3

Standard plate with insertion hole in accordance with DIN 49075.

Technical data

Colour white RAL 9016
Material PC + ABS - FR

Accessories
88914A3 mounting frame for cover plate (single)   
88914B3 mounting frame for cover plate (double)   
88914C3 mounting frame for cover plate (triple)   

Standard plate¬y|§1C4£−
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18971A

Backbox in accordance with DIN 49073, suitable for all installation  units with expanding /
retaining clamps.

Technical data

Material insulator
Dimensions inside diameter: 58mm, D = 40mm

Fm backbox¬3¤§2B;−

18971B

Cavity wall backbox for wood, plaster, and other cavity walls. 

Technical data

Dimensions (ØxD) 71 x 65mm
Material thermoplastic, flame-retardant
Installation cente: 60mm

Cavity wall backbox¬3¤§2C@−

18970AV

Phase-out date 31.12.2005

substitute 18972AV

Flush mount combination box¬3¤§1BWF−

18972AV

Flush mount combination box with extruded plaster cover for masonry with  plaster adjust-
ment (+ 15mm).

Technical data

Material insulator
Dimensions (WxHxD) 71 x 71 x 55mm
Installation centre: 60mm

Flush mount combination box with extruded plaster cover¬3¤§3BWN−

18974A

IBT combination box for concrete mounting, suitable for installation on  wooden, steel, or
plastic casings. 

Technical data

Material insulator
Dimensions (WxHxD) 70.5 x 70.5 x 64mm
Installation centre: 60mm

IBT combination box¬3¤§5BG−
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18976A

Combination box for cavity wall installation in  wooden, plaster, and  other cavity walls.

Technical data

Material thermoplastic, flame resistant
Dimensions (WxH) 81 x 71mm
Installation centre: 60mm

Cavity wall combination box ¬3¤§7BO−

88899A

Additional fastening for top-hat rail mounting the following devices:
- zone control unit
- paging interface unit
- printer interface unit
- PC interface unit
- devices in the same housing

Additional fastening for top-hat rail mounting¬yz§:B*−
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72515Z2 137

72516Q1 110

72552A1 109

72552B1 109

72552C1 110

72552Z1 110

72553C1 107

72553D1 107

72555B1 134

72555C1 134

72555D1 134

72569C 133

72569D 133

72569Z2 133

72569Z4 133

72570A2 50

72570C2 49

72570D2 49

72570Z1 50

72570Z2 50

72571A2 51

72571C2 50

72571D2 51

72571Z1 43

72571Z1 51

72571Z2 43

72571Z2 51

72572A2 52

72572D2 52

72572Z1 52

72572Z2 52

72573A2 43

72573C2 42

72573D2 42

72574A2 64

72574B2 65

72574C2 65

72574Z1 65

72574Z2 65

72580B1 98

72580D1 97

72580Z1 98

72581B1 33

72582B1 93

72582D1 93

72582Z1 93

72583A1 41

72583A2 41

72583B1 41

72583Z1 41

72583Z2 42

72611D 8

72631A1 102

72631B1 102

72631C1 103

72631D1 103

72639A 33

72640A2 32

72640Z1 32

72641A2 34

72641Z1 34

72642C 32

72643B1 36

72643C1 37

72643D1 37

72643E1 37

72643H1 35

72643I1 35

72643K1 37

72643R1 36

72643S1 36

72643Z1 37

72644A1 36

72647A 35

72649BA 37

72660A 30

72660B 31

72660Z1 31

72660Z2 31

73022A2 117

73070A 45

73070A 94

73072A2 58

73072B2 59

73073D 61

73073E 62

73073F 62

73074A 56

73074B 57

73075A 116

73075B 116

73075D 117

73120A 139

73120H 139

73300A 130

73310A1 131

73310B1 131

73310C1 131

73310D1 131

73640J2 7

73642B2 46

73642B2 119

73642C 120

73642D 120

73642E 121

74130A1 60

74130B1 60

74131A1 61

74131B1 56

74131B1 104

74133A1 55

74135A1 104

74136A1 104

74141A1 123

74141A3 123

74141A4 124

74141A7 105

74141B1 123

74141B3 124

74141B4 124

74141C1 123

74141C3 124

74141C4 125

74141C7 105

74151A1 125

74151A3 126

74151A4 126

74151A7 106

74151B1 125

74151B3 126

74151B4 127

74151C1 125

74151C3 126

74151C4 127

74151C7 106

74153A1 127

74153A3 128

74153A4 129

74153A7 106
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74153B1 127

74153B3 128

74153B4 129

74153C1 128

74153C3 128

74153C4 129

74153C7 106

74174A1 54

74174B1 54

74174C1 55

74174D1 55

74178A1 102

74179A1 100

74179B1 101

74179C1 101

74179D4 101

74179D5 101

74179E4 101

74180B1 99

74181B2 99

74182B1 100

74183B1 100

74188A1 54

74189A 121

74199A 122

74420B2 45

74422A1 44

74430B1 94

74610A 84

74610B 84

74610C 84

74610Y1 86

74610Y2 86

74610Z2 86

74610Z3 86

74620A 85

74621A 85

74621B 85

74622A 85

74654A1 107

74654B1 108

74655A1 108

74656A1 63

74656B1 63

74657A1 64

74910C2 46

74910C2 53

74911B3 46

74981C7 40

7600126 39

7608819 40

7608900 40

7608900 91

7608903 115

7608944 40

7608985 132

7608986 132

7608987 132

76089AC 115

765M100 90

765M1K0 91

765M300 38

76910C1 7

76919A1 48

76919B1 49

76919C1 49

76921B1 48

76959A1 96

76959B1 97

76959D1 97

76962B1 96

76W2130 39

79810C 92

79821A 105

79822A 91

82900AA 88

82900AB 88

82950A1 88

82950A2 88

82950A3 89

82950B1 89

83002H3 8

8379915 40

83W2130 40

88160A 121

88860BV 96

88860FV 48

88880A3 119

88880C3 118

88880D3 122

88881D3 118

88881G3 118

88881H3 120

88881J3 61

88881J3 116

88881K3 62

88881L3 62

88881L3 117

88881M3 120

88881P3 7

88882A3 119

88882B3 121

88882P3 47

88886A 53

88894A 137

88894AL 138

88894B 137

88894BL 138

88894C 137

88894CL 138

88894D 138

88894DL 138

88899A 144

88910B3 57

88910B3 142

88910N3 122

88911J3 45

88911J3 95

88912D3 117

88912H3 139

88912K3 140

88914A3 141

88914B3 141

88914C3 142

88915A3 142

88915C3 142

88915D3 142

88950A 58

88950B 59

88956B 59

89110AA 105

89582B2 105

89582C2 105

89603C1 64

89603C1 109

89734AH 34

89734AJ 34

89734J1 88

89734J2 87

89734L1 87

89734L2 87

89734P1 33

89734P1 88

89734R1 87

89734R2 87

89760B 61

89760B 140

89760C 56

89760C 140

89760D 44

89760D 95

89849F3 8

89850K1 141

89870E1 139

89899A3 8

89954C6 114

89954C7 114

89954C8 115

89954M1 112

89954MA 113

89954MB 113

89954MC 113

89954R2 112

89954R3 113
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19” mounting accessories for DMP with distribution cartridge 86

Actuator unit AE230-2 (2 mutually contacts 230VAC) 102

Actuator unit AE230-2 free (2 floating contacts) 103

Actuator unit AE230-3 (3 contacts 230VAC) 102

Actuator unit AE24-3 (3 contacts 24V DC) 103

Additional fastening for top-hat rail mounting 144

Alarm detector (breaker) for disorientated people system 132

Alarm detector (breaker) for disorientated people system 132

Audio interface 85

Audio-ISDN-Interface clino phon 99 33

Auto-release plug system 122

Auto-release plug system - A-coded 121

Bed electronics 100

Bed module 99

Bracelet transmitter for radio call set (accessories) 131

Bracket for clino opt 99 patient handset 61

Bracket to deposit the patient handset / terminal 56

Bracket to deposit the patient handset / terminal 104

Bulb - green - 137

Bulb - red - 137

Bulb - transparent - 137

Bulb - yellow - 138

Button set (dummy) to replace doctor call button 96

Call / cancel push-button or duty room unit in clino opt 99 system 46

Call / cancel push-button or duty room unit in clino opt 99 system119

Call module with call push-button 62

Call module with push-button and 1 socket 62

Call module with push-button and 2 sockets 61

Call push-button 117

Call push-button with 1 monitored socket 116

Call push-button with 2 monitored sockets 116

Call switch with pull cord and knob 119

Call unit with 2 diagnostic sockets 117

Cancel push-button - green button - 120

Cancel push-button - yellow button - 120

Cancel push-button -green and yellow button- 121

Card reader -Myfair- for PC workstation 91

Cavity wall backbox 143

Cavity wall backbox, double / triple 105

Cavity wall base for wall electronics (accessories) 59

Cavity wall combination box 144

Cavity wall connection board 55

Cavity wall connection board for room terminals 49

Ceiling mounting set 64

Ceiling mounting set 109

clino com 21 automated pay desk 92

clino opt 99 (HW/SW) logging package 40

clino opt 99 duty selection module 46

clino opt 99 electronic module (without lamps) 43

clino opt 99 electronic module for duty rooms (3 lamps) 42

clino opt 99 electronic module for duty rooms (4 lamps) 42

clino opt 99 master station 45

clino opt 99 patient handset (radio, external function) 60

clino opt 99 patient handset (radio, TV) 60

clino opt 99 PC for call logging 39

clino opt 99 PW system software package 40

clino opt 99 service computer PW system 39

clino opt 99 wall electronics 58

clino opt 99 zone controller (without audio) 32

clino phon 99 bed combination unit with one socket 56

clino phon 99 bed combination unit with two sockets 57

clino phon 99 bed module 54

clino phon 99 connection board, grey 42

clino phon 99 connection board, white 41

clino phon 99 duty room interface (4 lamps), grey 41

clino phon 99 duty room interface (4 lamps), white 41

clino phon 99 duty room interface (without lamps) 41

clino phon 99 master station 44

clino phon 99 patient handset 55

clino phon 99 service computer 38

clino phon 99 zone controller (master) 30

clino phon 99 zone controller (slave) 31

Configuration module, English version 37

Connection board (19” ) for clino phon 99 zone controller 31

Connection board (cavity wall installation) 97

Connection board for BM & BE (screw terminals) 101

Connection board for BM and BE (cavity-wall installation) 101

Connection board for contact interface 34

Connection board for corridor lamps, 3 or 4 lamps, grey 133

Connection board for corridor lamps, 3 or 4 lamps, white 133

Connection board for direction lamp - grey 65

Connection board for direction lamp - white 65

Connection board for direction lamp, white 110

Connection board for duty room interface - white 93

Connection board for electronic module - grey 50

Connection board for electronic module - white 50

Connection board for electronic module with bed databus - grey 43

Connection board for electronic module with bed databus - grey 51

Connection board for electronic module with bed databus - white 43

Connection board for electronic module with bed databus - white 51

Keyword Page Keyword Page 
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Connection board for electronic module with bed databus, radio - grey

52

Connection board for electronic module with bed databus, radio -

white 52

Connection board for electronic module, white 98

Connection board for serial interface 37

Connection board for sm clino opt 99 zone controller 32

Connection board for sm clino phon 99 zone controller 31

Contact interface 34

Corridor databus splitter / repeater / terminator - active 32

Corridor databus terminator - passive 33

Corridor lamp with 3 lamp cells 133

Corridor lamp with 3 lamp cells -white 107

Corridor lamp with 4 lamp cells 133

Corridor lamp with 4 lamp cells - white 107

Cover frame (single) 8

Cover plate for auto-release jack 122

Cover plate for auto-release jack - A-coded 122

Cover plate for bus connection unit 45

Cover plate for bus connection unit 95

Cover plate for call switch with pull cord 119

Cover plate for call unit for 2 dignostic sockets 117

Cover plate for call/cancel push button with push-buttons - red and

green - 119

Cover plate for cancel push-button (green button) 120

Cover plate for cancel push-button (green/yellow button) 121

Cover plate for cancel push-button (yellow button) 120

Cover plate for parallel duty room unit 7

Cover plate for pneumatic call push-button 118

Cover plate for programme selector 139

Cover plate for radio unit 140

Cover plate for relay module 8

Cover plate including microphone 58

Cover plate white for duty room unit 47

Cover plate with push-button - red - 62

Cover plate with push-button - red - 118

Cover plate with push-button (red) for unit with 1 socket 62

Cover plate with push-button (red) for unit with 1 socket 117

Cover plate with push-button (red) for units with 2 sockets 61

Cover plate with push-button (red) for units with 2 sockets 116

Cover plate with push-button -blue- (doctor call button) 118

Data management processor with PABX interface - S0 84

Data management processor with PABX interface - S2M 84

Data management processor with ward databus controller 84

Databus connection unit for master station 45

Keyword Page Keyword Page 

Databus connection unit for master station 94

Direction lamp with 1 lamp cell (arrow left) 64

Direction lamp with 1 lamp cell (arrow right) 65

Direction lamp with 2 lamp cells (arrows right / left) 65

Direction lamp with one lamp cell (arrow left) 109

Direction lamp with one lamp cell (arrow right) 109

Direction lamp with one lamp cell direction arrow (left & right) 110

Display module for bed databus 46

Display module for bed databus 53

Distribution cartridge for data management processor 74610 A 86

Distribution cartridge for data management processor 74610 B/C 86

Distributor for medical service unit (ribbon cable) 102

Doctor call button replacement set (dummy) 48

Duty room interface (4 lamps), white 93

Duty room interface (w/o lamps) 93

Earphones with right-angle plug 56

Earphones with right-angle plug 140

Electronic control system for zone indicator lamp 110

Electronic module (3 lamps) with bed databus 50

Electronic room module  (w/o lamps), w/o bed databus 50

Electronic room module (3 lamps), w/o bed databus 49

Electronic room module (4 lamps) with bed databus 51

Electronic room module (4 lamps) with bed databus, radio 52

Electronic room module (4 lamps), w/o bed databus 49

Electronic room module (w/o corridor lamp) with bed databus 51

Electronic room module (w/o lamps) with bed databus, radio 52

Flush mount base for wall electronics (accessories) 58

Flush mount combination box 143

Flush mount combination box with extruded plaster cover 143

Flush mounting connection board for clino phon 99 bed module 54

Fm backbox 143

Fm backbox, double / triple 105

FM connection board for BM and BE (screw terminals) 101

Fm connection board for clino phon 99 room terminal 49

Fm connection board for room terminal 97

FO cable plug – black – 88

FO cable plug (POF)  – blue–   88

Frame for cover plates (double) 141

Frame for cover plates (single) 141

Frame for cover plates (triple) 142

Frame for flush or cavity wall mounting base 59

Halogen-free system cable, 100m bundle 34

Halogen-free system cable, 500m cable drum 34

Handheld transmitter for radio call set (accessories) 131
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HCS cable 33

HCS cable 88

Headphones with jack plug 61

Headphones with jack plug 140

IBT combination box 143

Information display (double-sided) for ceiling mounting 64

Information display (double-sided) for ceiling mounting 108

Information display (singel side) for wall-mounting 107

Information display (single side for ceiling mounting) 108

Information display (single sided) for wall mounting 63

Information display (single-sided) for ceiling mounting 63

Interfacing unit for microphone 58

Intermediate frame 141

Large labelling set for zone indicator lamp (accessories) 137

LED - green - (5 pcs) 138

LED - red - (5 pcs) 138

LED - transparent - (5 pcs) 138

LED - yellow - (5 pcs) 138

LED page printer 40

LED page printer 91

Loudspeaker 57

Master station 94

MSU bed electronics 100

MSU bed module 99

MSU connection board for BM and BE (ribbon cable) 101

MSU connection board for BM and BE (screw terminals) 101

MSU wall electronics with call push-button, sockets 59

Multiple push-button (NCC) 7-pole plug, 1 light button, 2m 125

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 2m 127

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 3m 127

Multiple push-button (NCC) 7-pole plug, 2 light buttons, 5m 128

Multiple push-button (NCC) 7-pole, 1 light button, 3m 125

Multiple push-button (NCC) 7-pole, 1 light button, 5m 125

Multiple push-button (NCC) auto-release plug -A-, 1 LB, 2m 126

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 2m 129

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 3m 129

Multiple push-button (NCC) auto-release plug -A-, 2 LB, 5m 129

Multiple push-button (NCC) auto-release plug, 1 light button, 2m 126

Multiple push-button (NCC) auto-release plug, 1 light button, 2m 126

Multiple push-button (NCC) auto-release plug, 1 light button, 5m 126

Multiple push-button (NCC) auto-release plug, 2 LB, 2m 128

Multiple push-button (NCC) auto-release plug, 2 LB, 3m 128

Multiple push-button (NCC) auto-release plug, 2 LB, 5m 128

Multiple push-button (NCC) auto-release plug-A-, 1 LB, 3m 127

Multiple push-button (NCC) auto-release plug-A-, 1 LB, 5m 127

Keyword Page Keyword Page 

Multiple push-button (NCC), auto-release plug -L-, 1LB, 2m 106

Multiple push-button (NCC), auto-release plug -L-, 1LB, 5m 106

Multiple push-button (NCC), auto-release plug -L-, 2LB, 2m 106

Multiple push-button (NCC), auto-release plug -L-, 2LB, 5m 106

Name plate holder for electronic modules 7257xx 53

Noise level sensor 130

Nurse call server 90

PABX interface - S0 (ISDN) 85

PABX interface- S2M 85

Parallel duty room unit 7

Patient card 105

Patient handset 104

Patient terminal with touch display and card reader 104

Pear push-button (NCC) 7-pole plug, 2m 123

Pear push-button (NCC) 7-pole plug, 3m 123

Pear push-button (NCC) 7-pole plug, 5m 123

Pear push-button (NCC) auto-release plug - A - , 3m 124

Pear push-button (NCC) auto-release plug - A - , 5m 125

Pear push-button (NCC) auto-release plug -L-, 2m 105

Pear push-button (NCC) auto-release plug -L-, 5m 105

Pear push-button (NCC) auto-release plug, 2m 123

Pear push-button (NCC) auto-release plug, 3m 124

Pear push-button (NCC) auto-release plug, 5m 124

Pear push-button (NCC) auto-release plug-A-, 2m 124

Pneumatic breath call unit (NCC) 7-pole plug 130

Pneumatic call push button 118

Pneumatic pear push-button (NCC) 7-pole plug, 1.9m 130

Programme selector for radio programmes 139

Protective hood for 72515x, 72569x, 7257xx, 72583x 139

PSA interface call 99 / hl 36

Radio call set with bracelet transmitter 131

Radio call set with handheld transmitter 131

Radio unit with volume control and headphone jack 139

Relay module for actuating external components 8

Room electronic module (4 lamps) 97

Room electronic module (dummy) 98

Room terminal clino phon 99 with display and doctor call 48

Room terminal with display, doctor call 96

Safety cover and mounting kit for power supply unit (10A) 113

Safety cover and mounting kit for power supply unit (20A) 113

Safety cover and mounting kit for power supply unit (5A) 113

Scanner module for disorientated people system 132

Sealing kit for standard installations 121

Sensor push-button as call push-button 122
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Sensor push-button as cancel push-button 122

Serial interface - Bosch ANT6100 37

Serial interface - Bosch D6801 37

Serial interface - clino call DECT 36

Serial interface - DCF77 clock module 36

Serial interface - for ESPA 4.4.4. 37

Serial interface - Multitone 36

Serial interface - printer 35

Serial interface - Tetronik DP6000 37

Serial PC interface 35

Serial PC interface - communication plus 35

Serial RS232 connection cable 40

Singel-phase power supply 24VDC (10A) 112

Singel-phase power supply 24VDC (20A) 113

Single-ear headset with quick fitting connection 44

Single-ear headset with quick fitting connection 95

Single-phase power supply 24VDC (5A) 112

Sm backbox 105

Sm connection board for BM and BE (screw terminals) 100

Sm connection board for clino phon 99 bed module 54

Sm connection board for clino phon 99 room terminal 48

SM connection board for room terminal 96

Sm connection cabinet for DMP with distribution cartridge 86

Small buzzer for call signalling 8

Small corridor lamp in LED technology (red/green) 134

Small corridor lamp in LED technology (red/green/yellow) 134

Small corridor lamp in LED technology (white/red/green) 134

Small labelling set for zone indicator lamp (accessories) 137

Software package clino opt 99 logging 40

Spare tubes for pneumatic call unit 70007B 130

SQL database system (single user licence) 40

Standard plate 57

Standard plate 142

Surface mount base (double) 142

Surface mount base (single) 142

Surface mount base (triple) 142

System cable for the actuator bus - 400m cable drum 87

System cable for the actuator bus, 100m ring 88

System cable for the corridor databus, 100m ring 87

System cable for the corridor databus, 400m cable drum 87

System cable for the ward databus, 100m ring 87

System cable for the ward databus, 400m cable drum 87

System clino com 21 accounting server 91

Telephone interface unit for a/b users 141

Toilet alarm kit for disabled WCs 7

Keyword Page Keyword Page 

Trunking unit connection board 55

UPS module 230V AC (19” installation) 115

UPS module 230V AC (freestanding device) 115

UPS module 24V DC (10A) for 10A power supply unit 114

UPS module 24V DC (20A) for 20A power supply unit 115

UPS module 24V DC (5A) for 5A power supply unit 114

Ward databus controller 85

Wire cutting tool for POF-FO cables 89

Wire polishing tool for POF-FO cables 89

Wire stripping tool for POF-FO cable (1) 88

Wire stripping tool for POF-FO cable (2) 88

Zone indicator lamp with 1 lamp cover 7

Zone indicator lamp with 1 lamp, neutral, grey 135

Zone indicator lamp with 1 lamp, neutral, white 134

Zone indicator lamp with 2 lamps, neutral, grey 135

Zone indicator lamp with 2 lamps, neutral, white 135

Zone indicator lamp with 3 lamps, neutral, grey 136

Zone indicator lamp with 3 lamps, neutral, white 135

Zone indicator lamp with 4 lamps, neutral, grey 136

Zone indicator lamp with 5 lamps, neutral, grey 137

Zone indicator lamp with 5 lamps, neutral, white 136

Zone indicator lamp, 4 lamps, neutral, white 136
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The above information refelects the very successful ClinoOpt 99 and Clinio Phon 99 systems 

For Nationwide Sales, Service and Support Contact  

Connexus Communications Limited  
Unit D2  
Baldonnell Business Park  
Naas Road  
Dublin 22  
Ireland  
T: 00 353 1 4105866, F: 00 353 1 4105867  

info@connexus.ie

www.connexus.ie 

 

To reduce the size of this document information on the Clino 21 system Page 67 -110 is avialable on request 




